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Secubor-18

JPCele products, Secubor-18 enclosure box, are designed and produced under latest IEC 61439-
1:2011 & IEC 61439-2:2011.

Multipurpose of incomer selections and outgoing ratings. Incoming circuits can be settled by the
switch -disconnector, Mcb’s breakers or MCCB. Outgoing circuits are available for any MCB brand in
market (such as: ABB, LS, Merlin Gerin, MEM, GE, Legrand, Shihlin,...etc., with Mcb’'s width 18mm).

Secubor-18 enclosure is designed as follows:

Technical Data:

¢ Electro Galvanized Steel Sheets: with Zinc coating and phospate sealed.
¢ Copper: Purity 99.999 tined plated coating.

* Powder coating finish: Polyester Powder, 500°C oven baked channel.

“ Flush type & Surface type enclosures.

“ SPN, TPN Pan Assembly Busbar.

¢ |IP41 certificate.

* Rated current: 125A & 250A.

“ Ambient air temperature: -5°C to +50°C

“ Vertical & splitbusbar (double busbar) available.

Certificate:

» Type: 125A DB (with ABB & LS circuit-breakers)

* Rating: InA125A, Ue 415V, Ui 500V max, Uimp 6 kV max,
IP41/1P20, lcw 17 kA-0.25s & others in annex.

* Date: 7 October 2013, Arnhem, The Netherlands

* Number: 2162468.101

DIMENSIONS (mm)

Vertical busbar 3P, 4P Thick 1.2~1.5mm ltem No.
Ways  Poles H w D Secobor-18
4 12 450 420 115 MBHJ37-304
6 18 550 420 115 MBHJ37-306
8 24 550 420 115 MBHJ37-308
12 36 650 420 115 MBHJ37-310
16 48 750 420 15 MBHJ37-312
18 54 850 420 115 MBHJ37-316

= “ Flush type & Surface type are option. Please mention in PO for quotation.
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Secubor-18

* Internal parts - Pan Assembly Busbar

* Pan Assembly Busbarincludes (a) plastic box (b) copper busbar.

(a) Plastic box: Itis a new designed product by Mr. Lu, Tsai Wu who is the owner of JPCele company.
Patent numbers are 172184 (Taiwan) & ZL992166276 (China).
¢ JPCele & JPC are trade marks registered by James Products Corp., Taiwan.

(b) The copper of busbar can be inserted in box in different ways.

Worker's finger can be protected by not touching electricity copper.

* The ready-made component of Pan Assembly Busbar do work quickly for convenient operation.

* Our PAB products can save the time for wire connection, making stand shieft high and adding
insulation sheet for protection or decoration.

“ One step solution in assembly busbar jobs.

» Save assembly time and save money too.

» Beautiful external looks, enlarged internal space of metal box.

* Any outgoing capacity is available from 2 ways to 20 ways.

» Your designed plastic boxes are welcome! We can develop any new die models or electrical
products in busbar field.

» Please check following descriptions and place orders for long-term business.

* PAB is Pan Assembly Busbar.

(A) Bolt type Pan Assembly Busbars: Pan Assembly Busbar
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Secubor-18
Test Certificate (4 pages)

» By KEMA, DEKRA, Arnhem, The Netherlands, October 2013.

» Design 1: JPCele pan assembly busbar connected Incoming circuits of ABB switch-disconnector 3 poles,
125A. Outgoing circuits of ABB MCB 6A, 20A, 32A, 40A, 63A assorted.

* Design 2: JPCele pan assembly busbar connected Incoming circuits of LS switch-disconnector 3 poles,
125A. Outgoing circuits of ABB MCB 6A, 20A, 32A, 40A, 63A assorted.

« Standards: IEC 61439-1:2011 & IEC 61439-2:2011

(1) JPCele Pan Assembly busbar + ABB MCB's breaker, (2) JPCele Pan Assembly busbar + LS MCB's breaker,
certificated by KEMA & DEKRA certificated by KEMA & DEKRA
: . .
KEMA Quality KEMA Quality
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