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Welcome to Vapor Puff's guide to iTaste MVP 2.0! This guide will begin with an explanation of the different parts of MVP 2.0, continue with some basic instructions on use, and finish up with some tips and tricks on this versatile vaporizer. First, though, for those of you who may not know, here's some background. What is iTaste MVP 2.0? iTaste MVP 2.0 is
an extremely flexible eLiquid steamer. By adjusting voltage and wattage, and replacing the atomizer with any of your selection, MVP 2.0 can be customized to your exact preference. Before we get more specific with your options, let's look at what you get when you open the box: Mouthpiece – This is pretty self-explanatory. It's the piece to your mouth. This is
actually part of the iClear 30 included in the set. iClear 30B Tank – While this cartomizer actually contains multiple parts, the atomizer head and 3ml tank, it acts as a single unit and can be replaced with any other atomizer of your choice with either 510 or Ego threading. This is where you put your eLiquid. Beauty Ring - Place this in connection between your
atomizer and the battery. It covers the extra threads, adding a slimmer feel to vape. 2600 mAh iTaste MVP 2.0 Battery - That's what makes this vaporizer so special. The digital readout on the battery allows for much more access to exactly what's going on than most eCigarettes, while 2600mah capacity and passthrough capacity means you'll never linger
without your vape, even in the rare cases you need to charge it. Charging cable – This plugs into the input connector at the bottom of your eCig. How to use iTaste MVP 2.0 Fill iClear 30 with your eLiquid choice Screw the top of the atomizer and drip your eLiquid into the tank. Be very careful not to get any eLiquid into the central tube; it may not hurt your
tank terribly, but it will taste terrible. Attach the tank to the battery Unscrew the tank on the connection, possibly placing the beauty ring in between for aesthetics. If you quickly press the silver power button on the front of mvp 2.0 three times, it turns on and activates the digital display on the page. Note that you can use this vaporizer even while it is charging,
due to the above passthrough capacity. Press the button three times again to turn it off. Adjust your voltage and wattage (optional) If you just want to start using your MVP 2.0 and find out your preferences later, skip this step. If you hold down the U button for three seconds, you switch to voltage adjustment mode. The voltage appears on the readout, and if
you press the U button again, the voltage is adjusted in intervals of 0.1 volts. Doing the same procedure with the P button will active Wattage Adjustment Mode, where you can change the wattage in increments of 0.5 watts. When is on, simply hold the power button to start vaping. If you hold it for more than ten seconds in a row, MVP 2.0 will stop producing
steam. This is a safety feature, just release and press the button. Tips and tricks about iTaste MVP 2.0 You may have noticed a number appearing on the display before you change the voltage or wattage. This is the MVP's puff counter, telling you the number of times the eCigarette has been used since it was last turned on. If you hold down only one of the
buttons for a second, this will also appear. If you press both the P and U buttons for two seconds, the display will show you the resistance, in ohm, of your atomizer, so that the voltage on your battery (something below 3.6V gets low), and finally puff counter again. The LED will show green, yellow or red, depending on the battery voltage. It changes to yellow
about halfway through discharge. The above method of controlling the battery is more accurate, but in combination with this signal light, it ensures that you will never be surprised by a dead battery. The best feature: Notice the USB port next to the charging connector? MVP 2.0 can be used in a pinch to charge your phone, iPod, or just about anything else
that uses USB, just to make everything even more amazing. Thanks for reading our guide on how to use iTaste MVP 2.0 Buy it: Here Happy Vaping! As an upgrade of the original iTaste MVP, the iTaste MVP V2.0 has significant improvements in both appearance and function. First of all, make sure that your iTaste MVP is a Real Innokin Technology product.
To check that this iTaste MVP is a real Innokin Technology device please: Find and Scratch to reveal your iTaste MVP Unique Authorization number, which is included on a label on the back of the packaging. Visit the official Innokin Technology website at www.innokin.com.   In the Godkendelseer field, enter the unique approval number. Confirm that your
iTaste MVP is a true Innokin technology. Functions Variable voltage: Voltage can be adjusted from 3.3 to 5.0 volts in 0.1 volt intervals. Variable wattage: Watts can be adjusted from 6.0 to 11.0W in 0.5 watt increments. Ohms meter: Reads the resistance of your atomizer/cartomizer/clearomizer. Puff Counter: Puff counter will record the number of puffs you
have taken. Either press the P button or the U button 1 second to check puffs. Puff Counter will be cleared when the device is turned off. Short Circuit / Atomizer Protection: Short Circuit / Atomizer Protection protects iTaste MVP from short-show atomizers. Overcharging protection: iTaste MVP monitors battery voltage and automatically turns off when the
battery discharges. Dough level indicator: ITaste MVP battery capacity is displayed via green, yellow, and red LED lights. Green = fully charged, Yellow = Half discharged, Red = Need for charging. Large Capacity: iTaste MVP built-in 2600mAh polymer Li-ion rechargeable battery. High compatibility 510 Connector: Thread fits iClear10, iClear16, and
iClear30, etc. POWER/POWER Battery Switch: If you quickly click three times, the battery is activated or deactivated. When activated, holding the button will activate the battery. This safety feature prevents the atomizer from turning on while it is in your pocket or bag, and prevents settings from being changed without your re-use. 10 Seconds cut-off: If the
button is held down for 10 seconds or longer, iTaste will turn off the MVP until the button is released and pressed again. Throughput: iTaste MVP uses a built-in Micro USB port. You can recharge it with a Micro USB cable. It can also act as a pass-through for use while charging. Remembers last voltage or power: Remembers last set voltage or power when
the battery is turned off and then turned back on. Built-in 3-digit display: Digital display shows Ohms meter, Voltage/Watt setting, the number of puffs taken since the last time the battery was turned off. Portable Source of Power for Electronic Products: Turn on the small pin switch at the bottom of the iTaste MVP, connect the cable to the USB OUTPUT port
(DC 5V, maximum output current 0.5A, the 3 most popular power connectors for iPhone/iPods, MiniUSB (Motorola/Blackberry), a Micro USB (Motorola/Nokia/LG/Samsung). Turn off the small pin button when you're done charging your electronics. Operating instructions There are three main buttons on the iTaste MVP: the P button and the U button; All
functions can be enabled using these three buttons to change the settings in a single step, without the use of a menu system. The selected mode is displayed on the digital screen. ON/OFF: Clicking the button three times quickly activates or disables the battery quickly. When activated, holding the button will activate the battery. Variable voltage mode: Press
the U button for 3 seconds to go into variable voltage mode. The screen will show you puff counter first followed by the last adjustment (The last adjustment may be a voltage or wattage setting), after showing the last adjustment, iTaste MVP will enter variable voltage mode. Voltage can be adjusted from 3.3 to 5.0 volts in 0.1 volt intervals by pressing the U
button. Variable wattage mode: Press the P button for 3 seconds to go into variable wattage mode. The screen will show you the Puff counter first followed by the last adjustment (The last adjustment may be a voltage or wattage setting), after showing the last adjustment, iTaste MVP will enter variable power mode. Wattage can be adjusted from 6.0 to 11
watts in. 5 watt intervals by pressing the P button. Ohms Meter &amp; Battery Level Indicator &amp; Puff Counter: Hold both the P and U buttons simultaneously for 2 seconds. Den Den will show a number of readings, the first is the resistance of the attached load (Rx.x, for example R2.2), the second is the battery voltage, the third is the number of puffs
since the device was last turned off, and the fourth is the last set of voltage or power. If no load is connected, the display will display with show NOT. If you want to check the number of puffs taken since iTaste MVP was last turned off, you can also hold either the P or U button to display the Puff Counter, which will be followed by the display of the current
state (VV mode or VW mode). In this mode, you can also adjust the voltage or wattage effect by pressing the P or U. LED light flash mode button: the LED light flashes in different colors to indicate the current battery voltage. Red LED light = The battery voltage is lower than 3.61 V Red LED continues to flash for 8 seconds when the battery capacity is lower
than 3.3 V and the unit turns off automatically. Red LED light stays on for 5 seconds when a load short circuit is detected or the flow of the coil is more than 3.5A, so no steam will be produced. If you drag for an extended period of 10 seconds, the battery stops output, red light flashes 10 times, and iTaste MVP does not continue to function until you press the
power button again. Yellow LED light = battery voltage between 3.61V and 3.75V Green LED light = battery voltage is more than 3.75V Charging Your iTaste MVP: When the LED light is connected, the LED light flashes from red to yellow to green, and then stays at the current battery capacity level, for example. When the iTaste MVP is fully charged, the
LED lights will turn off. Recharge iTaste MVP with a standard USB Micro cable connector, it can also act as a pass test for use while charging. Plug the USB cable into the iTaste MVP input and plug the other end into a power source. The color of the LED light indicates the remaining battery life. When the iTaste MVP is fully charged, the LED lights will turn
off.  Specifications Operating voltage: 3.3V-5.0V Operating power: 6.0W-11.0W Battery capacity: 2600mAh Notes Replace or refill the cartridge if steam volume is decreaes. The manufacturer is not responsible for a damaged atomizer, cartomizer or clearomizer. Driving them with too much power too long or running them dry can burn them out. We
recommend that you start with a low voltage setting and work your way up until when you find the right setting for your atomizers, cartomizers or clearomiers. Never use your iTaste MVP without an atomizer, cartomizer or clearomizer. Connecting to a volt meter without the load required for high voltages can damage the device. Don't abuse your iTaste MVP,
even if it's made of metal; You can damage it by dropping it. Set lower voltages /watts lower Ohm, higher voltage/wattage for higher Ohms. Ohm.
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