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B-Series
Dust Collecting and Pulverizing Machine WFJ-Series

Super Fine Pulverizing Machine
Main Technical Data:

Type 208 308 408 Main Technical Data:
Production capacity (kg/h) 60-150 100-300 160-800 spec production WFJ-15 WFJ-18 WFJ-32
Main-shaft speed (r/min) 5800 3800 3400 capacity (Kg) 10~200 20~450 60~800
feeding granularity (mm) 6 10 12 inlet material diameter(mm) <10 <10 <15
Smash fineness(mm) 60-150 60-150 60-150 outlet material diameter(mesh)  80~320 80~450 80~450
Smash motor(kw) 4 55 " Power(kw) 135 17.5 46
Dust-absorption motor(kw) 1.5 1.5 1.5 main rotating speed(r/min) 3800~6000 3800~6000 3800~4000
Outline dimension LXWXH (mm) 1100X600x 1650 1200X650x 1650 1350X700% 1700 Overall dimension(Lx\WxH)(mm) -~ 4200*4200°2700  4700*1200*2900  9000*1500*3800
Weight(kg) 850 980 1500

GF-Series

Dry Method Granulating Machine

Pharmacy : grains for pressed pill ,and for capsule filling grains and etc.
Food : grains for food manufacturing ,for seasoning .

Plastics: various plastics shaping grains .

Chemical : catalyst, color, detergent and other grains.

Main Technical Data:

Model GF-80 GF-120
Productive capacity 20-60kg 30-100kg
Volume of hopper 3L 5L

Size of roller $ 200X 80mm $200X 120mm
Max pre-pressure of roller 10T 15T
Revolution of roller Adjustable Adjustable
Revolution of fed raw material Adjustable Adjustable
Motor of driving roller 4KW 7.5KW
Motor of fed raw material 1.5KW 2.2KW
Motor of granulating 0.75KW 2.2KW

Motor of oil pump 0.9KW 1.1KW




YK-Series

Swaying Granulator

Main Technical Data:

Model 100 160 250

Capacity 30-200kg/h 100-300kg/h 300-600kg/h
Power 1.1kw 3kw 7.5kw

Roller rotational speed 55r/min 55r/min 55r/min

Vacilating perspective 360° 360° 360°

Roller diameter $120mm $160mm $250mm

Overall dimension | 700 X 400X 1050mm 1260 800 1300mm | 1500 > 1000 X 1600mm
Weight 280kg 380kg 650kg

KHL-Series

High Speed Wet Mixing and Granulating Machine

Main Technical

Data:

Name Unit | 10 | 50 | 150 | 200 | 250 | 300 | 400 | 600 | 800
Volume  |L 10 | 50 | 150 | 200 | 250 | 300 | 400 | 600 | 800
Output Kglatch| 3 | 15 | 50 | 80 | 100 | 130 | 180 | 280 | 350

Mixing speed |rpm | 3001600

260/400(2401360)1801270] 180/270|140/220

106/155|80/120{80/120

Mixing power |[Kw  [1.5/2.2

4/5.5(6.508] 9111 | o1 | 13116

‘m 5

/30(26/34

Cutting speed|rpm

1500/3000

Cutingspeedkw _|0881.1]1318[2.4/3 451554 515,54 515.5] 6.58 | 9111 | 9111

Working Principles:

In the cylinder (conical) container, powder materials and binder
will be mixed into wet soft materials by the mixed paddles at
the bottom. Then they will be cutted into uniform wet-particles

by the side high-speed

smashed paddles.




