
Contact : H2OiQ Limited for more information 
Email : info@H2OiQ.co.uk Tel : 0800 368 8815

IntellSense T1 
SMART ECO SENSOR TAP

KEY FEATURES 

• WMS-mixers with possibilities of wireless 
connection (subscription is required) 

• Adjustable hygiene flushing, intervals and 
rinsing time (to avoid stagnant water) 

• Logging of all flushes with point of time, 
water consumption and temperature for 
individual mixer or group of mixers 
(minimum, maximum and average values) 

• Battery monitoring 
• Built-in temperature measurements of mixed water temperature 
• Programmable temperature stop, the mixer will turn off directly at set maximum 

temperature 
• Soft closing solenoid valve 
• Safe against vandalism, complete in metal 
• Eco (energy and water saving constant flow aerator, 5 l/min at 200–600 kPa) 
• Flush timeout - safety shut-off to prevent flooding 
• Rinse time 
• Time limited shut-off (eg for cleaning) 
• Low power consumption - long life 
• Equipped with system for thermal disinfection against legionella 
• Battery operation, can be converted to mains operation 
• IP class sensor, IP67 
• Approved non-return valves, EN-Standard EN1717 
• Environmental friendly material, lead free, nickel free

Water 
Saving
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