


Remotely publish smart split screen

Multimedia publishing platform,cloud background remote operation,
multi-region,multi-terminal unified management publishing
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Product parameters

Material 1.5mm SGCC Gavanized plate
Surface treatment Powder coated

Front panel &émm AR glass optical bonding
Thickness 120mm

Bezel 40mm Top,left,right side equal
IP rating IP&5

LCD panel LG/BOE/AUO

Brightnes (cd/m2) 2500

Contrast ratio 3000:1

View angle 178 (H/V)

Response time &ms

Brightness adjustable Auto-light sensor

Operation system

Android 8.1 (Windows optional)

CPU ARM A53x4, 1.5Ghz

DDR size 2G

EMMC flash 8G (16G optional)

Ports HDMI input<3, USB inputx2, Powerx1
Input Voltage AC100-240V,£10% 50/60Hz

Power consumption

TED

Power Supply Protection

Leakage, over-load, over-voliage protection

Lightning protection

With lighining protection

Explosion protection of interface

Protection for while reverse connection of the
power cause the short-circuit or burn out the device

OSD rotation Yes
USB play Auto play
Timing switcher Yes

Language English, Japanese, French, Portuguese ete.
Input singnal switching Yes

Storage temperature -20°C~80°C

Operation temperature -20°C~80°C

Operation humidity 5%~98%

Including CE, ROHS, FCC, CB, PSE, IK10

Lifetime 80000H

MTBF 60000H




