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 design requirements for karta-86 for airport use Regarding the design criteria for the KART-86 aircraft, the following summary is as follows: Maintenance - the aircraft should be robust enough to survive for 30 years of service Strength - the aircraft should be able to withstand the maximum level of loadings. This includes the effects of the thrust reversers during in-flight operation, the landing gear
when fully deployed and the fuselage fixtures in the drop tanks Watertightness - the aircraft should be watertight Climb Ability - the aircraft should be capable of manoeuvring in mountainous and hilly terrain Fuel System - the aircraft should be able to refuel at a rate of up to 4 gallons per minute using the current fuelling systems Mounting - the aircraft should have enough mounting points for the

headlights, landing lights, cameras, radio equipment etc With this in mind, there are quite a few things that must be considered. Fuel First of all, what fuel do you plan to use? You must decide whether you want to use fuel from a drop tank or from an external tank. You can make a choice between using fuel from a drop tank or an external tank. You can decide to use either a drop tank or an external
tank. The advantages of using an external tank are: 1. No need for fuel transfer hose 2. Less drag on the aircraft 3. No interference with the wing incidence The disadvantages of an external tank are: 1. Fuel transfer is required 2. Space is required in front of the wing to hold the external tank 3. Extra weight 4. Extra wing area is required 5. The fuel supply system must be designed to hold the fuel in

proportion to the amount of fuel you want to carry 6. There will be additional thermal loads 7. The external tank must be placed to the back of the wings When it comes to whether to use a drop tank or an external tank, it is recommended to choose an external tank. There are a lot of reasons why you should choose an external tank. The disadvantages of using an external tank are: 1. The external tank
has to be designed to carry the fuel to the aircraft 2. In-flight handling is restricted 3. Space is required in front 520fdb1ae7
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