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 . (Other: ) Disambiguation items Other References Category:Restaurants Category:Restaurants by typeThere are two basic ways
of attempting to determine the rotation of a vehicle; one method involves measuring the speed and direction of rotation, and the
other method utilizes a gyroscopic system. The latter is substantially preferred. In such systems, it is generally preferable to use

a gyroscopic system in which the amount of rotation is determined by measuring the deflection of a tuning fork, which is
generally a hollow, truncated-cone shaped device. As the fork turns, the handle of the fork moves up and down, and the amount
of deflection of the fork is proportional to the rate of turning. To utilize the deflection, the fork is mounted on a gyroscope, such
as a spinning disk. One portion of the fork is mounted in a notch of the spinning disk, and another portion of the fork is located
on the opposite side of the disk from the notch. When the fork is aligned with the disk, the fork is deflected by the disk. As the
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fork moves off the notch, the fork again begins to deflect, and the degree of deflection is proportional to the rate of rotation of
the disk. The measuring device then converts this deflection to electrical signals which indicate the rate of rotation. In order to
gain complete accuracy, the fork must be free to move in all directions. Thus, the fork is positioned away from the disk by a

distance of about two to four times the diameter of the disk. Moreover, the fork must also be free to turn about its own axis. The
present invention provides a mounting device which is particularly designed to meet these requirements. In U.S. Pat. No.

4,029,519 to the present inventor, entitled "Gyroscopic Vehicle Rotation Measuring Apparatus", a construction is shown and
described in which a fork is mounted for free rotation about its axis and having a length corresponding to the amount of

deflection which is required to indicate vehicle rotation. In that construction, two elongate members are connected together by
an inner pivot pin which also serves as a support for the fork. The fork has a first end which is pivotally attached to the inner
pivot pin and a second end which is attached to a boss on a first mounting surface. The fork also has a gimbal connection in a

center of its length, and the gimbal connection is located between the two ends 520fdb1ae7
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