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 Once the client software has been downloaded, the page provides information on how to install and use the software. If the
client software is not installed, the page provides information on where to get it. The link on this page is to a ZIP file that can be
downloaded from the client software. Once the software has been downloaded, it can be installed using the instructions on the
page. Once the installation is complete, the page provides information on how to use the software. The keyboard shortcuts are

provided on this page. One aspect of the page that is worth mentioning is the ability to choose and download software needed to
update the firmware of the [Vortex:]{.smallcaps}SX-R or [Vortex:]{.smallcaps}XM where the attached manual does not

provide any information on how to get the required software. This software is no longer available from the official webpage. In
the 2018 Winter Olympics of Korea, [Vortex:]{.smallcaps}SX-R were used in the downhill skiers. **X-ray pulses

measurement:** To measure the strength of the X-ray pulses, we use [@cit0051] to calculate the Bragg peak intensity. [Fig.
3(a)](#f0003){ref-type="fig"} shows the simulated Bragg peak intensity as a function of the absorbed energy deposited in the
crystal for a 10 keV X-ray pulse for Cu, Mo and Pt reflections. The measured Bragg peak intensity of the Cu, Mo and Pt for a

10 keV X-ray pulse is shown in [Fig. 3(b)](#f0003){ref-type="fig"}. The Bragg peak intensity is normalized with the maximum
peak intensity obtained when all the energy is absorbed by the crystal. The obtained results from the simulation and the

experimental measurements show that the average absorbed energy for the 10 keV X-ray pulse is around 3 keV, which is in
agreement with the results reported by [@cit0052]. **Mass of the crystal:** To measure the mass of the crystal, we use a

microbalance with a resolution of 0.1 ng. A known mass is placed on the microbalance and the known mass is recorded. The
unknown mass is placed on the microbalance and the microbalance is weighed. The weight of the microbalance is recorded. The
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