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CONTACT INFORMATION 
 
 
OFFICERS/BOARD OF DIRECTORS         
 
Josh “Cowboy” Balk  President   715-512-0300 
Dennis Weyer   Vice President   715-897-3926 
Larry Strangfeld  Treasurer   715-743-3893 
Shannon Nelson  Contract Director  715-389-8157 
Kristin “Sissy” Molldrem Administrative Secretary 414-238-1863 
Ed Steinbach   Tech Advisor   715-937-4696 
Jack Wojo   Tech Advisor   715-350-3066 
 
 
 
CLASS REPRESENTATITVES/TECHS        
     
Amanda Balk   Youth Garden   715-313-3082 
Tom Wilke   Youth Garden   715-937-3220 
Joe Villiard   10-Mod   715-304-7751 
Tom Wilke   Super Mod    715-937-3220 
Chris Grosbier   PSTL, Lite Pro   715-305-0402 
Corey Kobbervig  PSTL, Lite Pro   608-778-2306 
Craig Slayton   Mini-Rods & Unlimited 715-642-5422 
Greg “Sparky” Nordahl Mini-Rods & Unlimited 715-299-4455 
Matt Frohling   Trucks    715-644-8058 
Logan Theys   Trucks    920-619-0630 
 
 
 
ELIMINATOR OPERATORS           
 
Jeremy Rowekamp      715-299-7810 
Bill Grass       920-634-9008 
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HISTORY OF PULLING           
It is said that around the 1860s when farming machines were pulled by horse, farmers would 
boast about the strength of their horses. They would claim that their horse could tow large 
loads, such as a fully loaded hay cart or wagon. Farmers would challenge one another to contests 
to prove who had the strongest horse. A barn door was removed and laid flat on the ground, and 
the horse was then hitched to it, the farmer would then urge the horse to drag the barn door 
along the ground. One by one, people jumped on the door until the horse could no longer drag 
it; the horse pulling the most people the greatest distance was judged the strongest. This event, 
called horse pulling, is still carried out today with specially bred horses trained to have high 
strength and low stamina, rather than low strength and high stamina which is normally the case 
with racing horses. Instead of people, fixed weights on sleds are dragged as far as possible. While 
it is said that the term horsepower is derived from this event, in reality the term was coined by 
James Watt. It wasn't until 1929 that motorized vehicles were put to use in the first events at 
Vaughansville, Missouri and Bowling Green, Ohio [citation needed], the latter being where the 
current national championships are held. Although the sport was recognized then, it did not 
really become popular until the 50s and 60s. It was also realized, at that time, there were no 
uniform set of rules. The rules varied from state to state, county to county, and competitors 
never knew what standards to follow. This made the sport difficult for new entrants.  
SOURCE: wIkipedia.org 
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CODE OF CONDUCT           
The purpose of this Code of Conduct is to protect and preserve the club, as well as the integrity 
and character of the club and all of our members.  It is our goal to build a reputation of being a 
positive, professional, fun and family-oriented club. 
 
Every member is a representative of Badger State Dirt Flingers.  Any action performed by any 
member reflects on the club as a whole.  The expectation is that all members act responsibly and 
professionally keeping the best interests of the club, other members and our pulling families in 
mind. 
 

 Respect other members and allies of the club. 
 Be diplomatic and show respect to other clubs. 
 We do not discriminate against ethnicity, gender, religion, sexuality, economic standing, 

etc. 
 Be in good standing with the club and its members in terms of loyalty, commitment and 

participation 
 Do not speak or post negatively about the club or members on public forums such as 

Facebook, twitter or Instagram. Any member posting negative comments is at risk of 
losing membership status.  This is a zero-tolerance policy. 

 Do not discuss private club matters, business or personal information outside of the club. 
 If an outside club/crew/person has questions refer them to the highest-ranking member 

of the Board of Directors that's available 
 Confrontations, concerns and problems among members should be addressed at the 

member level.  Each class will have a Class Representative to assist with resolution if the 
members cannot find resolution on their own.  The Class Representative will contact the 
Board of Directors for their input and assistance on the best course of action when 
needed.  If your concern is regarding a Class Representative, speak directly of a member 
of the Board of Directors. 

 
Any member not wanting to abide by these guidelines, can and will have disciplinary actions 
enforced with could include; loss of points, being asked not to attend designated pulls, or loss 
membership status and removal from the BSDF.   
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BADGER STATE DIRT FLINGERS RULES & REGULATIONS       
The B.S.D.F. rules are designed to provide for the orderly conduct of the motor sport of garden 
tractor pulling events and to reduce the risk of injury to both the participants and spectators 
during such events.  
 
It is ultimately the obligation of each participant to ensure that his/her conduct and equipment 
comply with all applicable B.S.D.F. rules and regulations, as they may be amended from time to 
time. No express or implied warranty of safety shall result from the publication or compliance 
with, these rules. These are intended as a guide for the conduct of the sport and are in no way a 
guarantee against injury or death to pullers, spectators, or others. The club reserves the right to 
pump or tech all machines.  
 
 
GENERAL RULES            

1. The number you draw at registration is the number you pull. 
 

2. Once a class is started, there are no refunds for that class.  
 

3. One pull per machine per class.  
 

4. Minimum of 2 tractors to compete in each class. Tractor has the option of 2 hooks per 
day, with each hook being in different weight classes.  

 
5. You will have 2 tries to get the skid started.  

 
6. If driver hooks to sled and cannot move skid, driver does have the option to have skid 

spotted for 2nd try. Driver will be allowed to spot the skid before 1st hook, after that skid 
cannot be spotted.  

 
7. Once driver is hooked to sled, you are on (NO REFUNDS)  

 
8. Drivers may stop and change weights once, if it is done before the 75-foot mark. Any 

stopping after the 75-foot mark, you will be measured at that point.  
 

9. No jerking of the chain  
 

10. The weight includes driver, machine, and additional weights with no leeway.  
 

11. Proper shielding in Super Mods and Outlaw classes will be up to the Tech. Inspectors.  
 

12. All vehicles must have shields around all belts, chains, pulleys and the drive shaft. 
Minimum of 1/8” steel or 1/4” aluminum. U-joints, front, top, and sides toward 
spectators shall be completely covered. (except Stock)   
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13. All vehicles shall be equipped with a working pull out type switch, which is capable of 

immediately shutting down engines in case of accidental separation from the sled during 
the course of competition. This kill switch shall be located at the rear of the vehicle in a 
position that will allow easy attachment and detachment. The switch must be above the 
hook point or and near enough to the centerline of the vehicle so that running will not 
cause the switch to pull out (suggested to be within 3” of either side of center). The kill 
switch must also shut off the fuel pump.  

 
14. All vehicles must have an adequate device to prevent it from turning over. It must consist 

of two separate sections, each equipped with either skid plates or wheels, or connected 
with a full width roller. Skid plates are to be at least 3” square at the ground contract 
point. Wheels shall be at least 1” wide and 4” in diameter. Wheels or skid plates are to be 
no more than 5” above the ground and must be back 5” from the tires. One shall be on 
each side of the tractors with the combination of the two strong enough to support the 
weight of the tractor when a jack is placed under them to raise the tractor. Full width 
roller must be a minimum of 1.5 diameter. Anti-tip over device may be spring loaded but 
must stop at 5.0” Bumper bars are required; recommended height is 12 inches from 
wheelie skids up.  

 
15. Vehicles must be equipped with working rear brakes.  

 
16. Dead man throttles are required, either foot, or hand free. Hand throttles must push 

forward to increase RPM’s.  
 

17. No pressurized fuel tanks of any kind.  
 

18. All vehicles must have a fire extinguisher.  
 

19. All vehicles must have a minimum 3” back rest height.  
 

20. Strapped helmets are required and eye protection is mandatory.  
 

21. All pullers must wear closed toe shoes and a 1 or 2-piece fire suit.  
 

22. All vehicles require wide front ends. Front wheels must track within any portion of the 
rear wheels.  

 
23. No turbos (except for diesels) no blowers, and no superchargers allowed. All vehicles 

must be naturally aspirated. Except Unlimited Outlaw class.  
 

24. No nitrous oxide injections. Fuel injections is allowed. 
 

25. Drawbar  
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a. All drawbars will be 13” maximum height, unless otherwise specified per class. 

Trucks 24” 
b. Minimum of 6” from hook point to center of axel, cross-section area to be a 

minimum of 3/8”, maximum of 3/4” 
c. Must be fixed in all directions d. All hitches must be clevis type opening of 2” to 

accept the hook from the mechanical sled freely, no binding.  
 

26. In case of rain, 50% of class or more is run, results are final & no refunds.  
 

27. Tires: No studs, chains, wires, duals, metal tires or recaps are permitted. Vehicles are 
limited to 26x12x12 (Factory marking only, unless otherwise specified per class).  

 
28. Weights must not interfere with hook-up, chain, or drawbar at any time.  

 
29. Total weight of classes includes the weight of the driver and the vehicle  

 
30. Unlimited Outlaw fenders must cover 1/3rd width of the tire and extend down to the 

level of the footrest.  
 

31. All hitches will be checked by some body while driver is sitting in the driver’s seat.  
 

32. Ignoring the red flag at any time may be cause of a disqualification from the class, 
including the first-puller.  

 
33. Sign up ends 1 hour before start time.  

 
34. Drivers meeting will be 30 min. before start time.  

 
35. Stock ATV must have a 5/8” minimum hole for clevis.  

 
36. In case of a tie in distance, 1st puller gets the placing.  

 
37. Puller may re-fuel after a pull for a re-hook. 

 
38. All vehicles must have a front accessible tow hook. 
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MEMBERSHIP INFORMATION          
1. Membership Dues: $40.00 after Dec. 1st per member/machine.  If an individual has more 

than one machine, they will need to pay membership dues for each machine.  
 

2. Memberships run from Jan. 1st through Dec. 31st, and, must be paid annually.  
 

3. A one-day membership will be available at a cost of $15.00/per event for a driver and 
machine. One membership per person pulling. This is to cover the puller with insurance.  
 

4. A per class entry fee is required to compete at a BSDF pulling event. The entry fees 
collected per class determine the prize money amounts to distributed to the winners.  
 

5. Pullers participating in the points run will be eligible for prize money and awards, per 
weight class.  

 
6. Ties in points: the 1st place finishes will be added up and the vehicle with the most in 

that class will win. If still tied, 2nd place finishes will be tallied and son on. A pull-off for a 
tie will be allowed if both parties agree and the time permits. The decisions are final.  

 
7. Members who do not help at 3 pulls per season will risk losing points at the end of the 

year. Two points per pull event to a maximum of 6 points will be deducted from points 
totals.  

 
8. Pullers must compete in a class at least 51% of the season to be considered in the points 

for that class.  
 
BSDF full season membership includes: 

 All mailing, meeting, notices, and schedules  
 A BSDF annual rules book  
 Availability of liability insurance  
 Participation in BSDF Points and awards  
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VOTING             
BSDF does not require a minimum number of members to be present in order to hold a vote.  
Any matters, such as changes to the rules, election of officers or class representatives, needing a 
vote will be addressed at the Fall Rules Meeting.   Notice of this meeting will be announced 
throughout the season and on the BSDF Facebook.  Matters that come up throughout the 
season, that require a vote, will be made known to the Members as needed.  The Board of 
Directors reserves the right to make decisions on behalf of the Club. 
 

 Only Members may participate in the election of Officers. 
 All other matters may be voted on by Members. 
 Members must be present at Club functions to vote. 
 The majority of voting Members rules. 

 
 
WEIGHT CLASSES             
1050# STOCK GARDEN TRACTORS, YOUTH.  AGES GROUPS 5-9 & 10-14 
1050# 10-MOD GARDEN TRACTORS  
1050# LITE PRO  
1050# PRO/SUPER/TWIN/LIMITED (PSTL)  
1100# LIGHT SUPER MODS  
1350# HEAVY SUPER MODS  
1600# UNLIMITED OUTLAWS  
1800# OPEN LIGHT MINI RODS (open 34” pulling tires)  
1950# MINI RODS  
3200# 2WD PRO STOCK MINI TRUCKS  
3800# 2WD SUPER STOCK MINI TRUCKS  
 
 
GENERAL SAFETY FOR ALL CLASSES          
1. Drivers must be fully clothed and wear a DOT approved helmet when hooked to the 
eliminator.  
 
2. Anyone competing with the BADGER STATE DIRTFLINGERS must wear a fire suit.  
 
3. Anyone using any type of fuel other than gas must wear a full body fire suit with a minimum 
S.F.I. rating of 3-2A/1. Fire suit gloves and undergarments, head sock and shoes required.  
 
4. Machine and driver tethers are recommended on all machines and required on all mod 
machines.  
 
5. No drivers or official are allowed to consume alcohol or drugs on pull day until their 
competition or duties are completed for the day.  
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6. Any official may stop and disqualify any puller guilty of unsafe driving.  
 
7. All decisions made by flagman, eliminator operator, or rules official are final and non-
appealable.  
 
8. Track officials are not liable for any accident, injury, or damage. You are pulling at your own 
risk.  
 
9. Anyone with roll cage neck brace is mandatory.  
 
10. Person in seat at all times while machine is running.  
 
11. No forward or rear lights while pulling. 
 
 
1050# STOCK GARDEN TRACTORS, YOUTH  (Age Groups 5-9  &  10-14)    
 
Tractors are allowed to run in 1 age group only.  It may not be run once in the 5-9 
group and then again in the 10-14 group.    Tractor must be run the in the age 
group appropriate for the driver.  Tractor will remain in the age group in which it 
starts for the entire season. 
 

1. Motor Limitations  
a. A stock garden tractor type engine, with working governor. Maximum no-load 

RPMs. Diesel engines must run the lesser of factory RPM or as listed. B.S.D. F. 
Board of Directors retains the right to review and update RPM limitations in each 
pulling season. To be checked by the Tech. Inspector with the club tachometer. 
Straight pipes are allowed, but must point straight up. All stock tractors must have 
stock shielding or better.  

 
b. Maximum engine size is 14 Hp., 4000 RPM max, 0.030 max over bore, No billet 

heads  
 

c. Tractor must have air cleaner.  
 

2. Maximum drawbar height is 13”, minimum hole for clevis is 5/8 B.S.D.F. Board retains the 
right to amend this rule after 3 pulls in the current season.  

 
3. Maximum tire size 26 x 12 x 12  
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4. Frame must be OEM specified stock but may be moved to a maximum wheel base length 
of 56”. Maximum overall length is 72” from center of rear wheel to the furthermost point 
of the tractor.  

 
5. Engines must run on gasoline or diesel only.  

 
6. Deadman’s throttle and engine kill switch must be on all tractors that run more than 

once per pulling season.  
 

7. Wheelie bars are mandatory and seats with a minimum 3” back rest are mandatory.  
 

8. Local pullers will be given one pull to meet the rules. Exceptions for stock tractors that do 
not meet rules will be decided by the B.S.D.F. Board.  

 
9. Any stock tractor may run any other class during the course of a season. They must run 

by stock class rules, and after that they must meet all rules for the class(es) they are 
running.  

 
10. All drivers must wear a helmet, long pants, and fire jacket.  

 
11. Pullers must be 5 years of age to run in the Stock class and must demonstrate the ability 

to safely operate the tractor to a Board member. Minors must have parent or guardian 
written permission. The stock class is considered one class. A tractor registered under 
Adult may have a child operator. No Adult may register as a child.  

 
 
1050# 10 MOD GARDEN TRACTOR          

1. 10 hp single cylinder - open RPM  
2. Stock appearing block  
3. 0.060 max over bore  
4. Porting, polishing, & balancing allowed  
5. Any head allowed  
6. Stock appearing carb maximum of 1.20 only  
7. Maximum 56’’ wheel base / 96’’ center of rear axle to furthest point forward, including 

weights.  
8. Steel flywheel mandatory on engines over 4000 RPMS  
9. 26x12x12 any style tire 

 
 
1050# LITE PRO             
FLATHEAD SINGLE CYLINDER - 1050# 13” HITCH  

1. Stock appearing block, aftermarket ok - 37.5 
2. 3.25 stroke crank  
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3. Porting and polishing allowed  
4. Any head  
5. Stock appearing naturally aspirated carb 1.2 max  
6. No cam or valve restriction  
7. Unlimited RPM - Steel flywheel required  
8. Gas or methanol  
9. Stock head bolt pattern  
10. 38 to 43ci stock block can run at 12.5inch hitch. 

 
V-TWIN (STOCK) - 1050# 13” HITCH  

1. Factory hp rating of 25 hp or less  
2. Governed at 4,250  
3. Gas only. Race gas ok.  
4. Engine must run all factory parts for make and model being entered  
5. Headers, copper head gaskets, and adjustable main jets are permitted.  
6. Pistons must have factory unaltered dish  
7. Air cleaner adaptors/velocity stacks allowed  

 
30 C.I. AND UNDER - FLATHEAD SINGLE 1050# - 13” HITCH  

1. Stock appearing block, aftermarket ok  
2. Porting and polishing permitted  
3. Any head  
4. Any naturally aspirated induction  
5. Unlimited RPM - Steel flywheel required  
6. Gas or methanol  
7. Stock head bolt pattern.  

 
39 C.I. V-TWIN - 1050# 13” HITCH  

1. Non roller  
2. Stock heads no. 1-2 swap  
3. Factory carb and intake  
4. Steel flywheel required  
5. Air cleaner adaptor/velocity stack ok  
6. Gas or methanol  
7. Unlimited RPM 

 
 
1050# PRO/SUPER/TWIN/LIMITED (PSTL)        
NQS PRO STOCK - 1050# - 13” HITCH  

1. 1050 lbs. max  
2. 50.5 in3  
3. Single cylinder Pro-Stock is defined as having a one cylinder, air cooled four cycle flat 

head, two valves same side, commercially produced manufactured cast block engine. 
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Sleeves & welding permitted. Commercially produced cast block means made by Kohler, 
Wisconsin, Briggs, Tecumseh, and etc. If copy is being made, copied block must meet 
basic manufacturers spec for that engine being copied. Crank and cam location, deck 
height, two valves same side, valve angle (max valve angle of 6 degrees), intake and 
exhaust port location and fac- tory head gasket bolt pattern.  

4. No reverse port engines  
5. A stock appearing Kohler type carburetor must be used if other than stock for the model 

engine is being used. Standoff pipe or ram tubes are permitted. Choke may be removed. 
Single carburetor only. Air restricting venturi must be in stock position and carburetor not 
to be larger diameter than 1.200”. Air con- trolled by butterfly in stock position in 
carburetor, no slides, no injection, naturally aspirated only. No air entering after 1.200” 
restriction. Venturi must be round in shape.  

6. Methanol only  
7. Wheelbase 56 in maximum  
8. Overall length 96 in maximum  
9. Top placing tractors will be checked for, but not limited to: Fuel, deck height, carburetor, 

cubic inch and factory head gasket bolt pattern. in3. 50.500 in3 zero tolerance, formula 
for in3 is measured bore x measured bore x measured stroke x .785 = in3. All bores 
measured 90 degrees from thrust side. Stock head bolt pattern, stock head gasket must 
fit over studs or bolts.  

10. 48 cubic inch stock appearing block K-series Kohler engines will be allowed to run with 
the same weight/hitch as the Pro stock. 48 c.i. engines will have the same rules as the 
50.5 Pro stocks, with the following exceptions. Stock Appearing Block K-Series Kohler 
Engine, open carburetion (no fuel injection), external welding allowed on the blocks (all-
thread ok), if engine is sleeved, sleeve cannot be externally visible. Must have head/block 
restraint.  

 
NQS SUPER STOCK WITH OPEN CARB - 1025# - 12.5” HITCH  

1. 1050 lbs. max  
2. 50.5 in3  
3. Single cylinder Super Stock is defined as any tractor having one cylinder, air cooled four 

cycle, flat head, two valves same side engine.  
4. No reverse port engines.  
5. Any type of naturally aspirated induction is permitted.  
6. Methanol only.  
7. Wheelbase 56 inches maximum  
8. Overall length 96 inches maximum 
9. Top placing tractors will be checked for, but not limited to: Fuel and cubic inch limit, 

50.500in3. Zero tolerance. Formula for in3 is measured bore x measured bore x 
measured stroke x .785 = in3. All bores measured 90 degrees from thrust side.  

 
PRO V-TWIN STOCK HEADS - NO WELDING - 1000# - 12.5” HITCH  

1. Maximum engine size is 45.5 cubic inches  
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2. Engines with aftermarket and/or welded stock heads will run at 1000# with a 12.5” hitch. 
Stock head engines with no welding will run at 1050# with a 13” hitch. On stock head 
engines only, minimal epoxy will be allowed, no excessive use on the external portion of 
the intake port. Maximum allowable amount would be an area of not more than 1 square 
inch per head. Intake manifold must bolt directly to the stock intake flange on head with 
a maximum of .030” thick intake gasket. Adapters or flange extensions are illegal. 
Switching of heads from one model and type to another is illegal.  

3. Engine shielding rules: 1/8” steel or 3/16” aluminum on external side of cylinder 
extending from head gasket to frame.  

 
39 CUBIC INCH V-TWIN - 1050# - 13” HITCH  

1. 1050 lbs. max  
2. 39 in3 max  
3. Engine shielding rules: 1/8” steel or 3/16” aluminum on external side of cylinder 

extending from head gasket to frame. Shield must be attached to frame at the bottom 
and to the flywheel shield at the top to make rigid.  

4. Engines: Must be a commercially available lawn and/or garden tractor engine. Only 
configuration accepted is V-Twin type.  

5. Cylinder Head: Must be stock head with no external welding. Only minimal epoxy will be 
allowed, no excessive use on the external portion of the intake port. Maximum allowable 
amount would be an area of not more than 1 square inch per head. Intake manifold must 
bolt directly to the stock intake flange on head with a maximum of .030” intake gasket. 
Adaptors or flange extensions are illegal. Switching of heads from one model and type to 
another is illegal.  

6. Carburetor: Limited to one (1) carburetor with one (1) venturi with one (1) throttle 
butterfly. Maximum venturi size will be 1.200”. No air entering after the 1.200” 
restriction.  

7. Steel flywheel mandatory, along with the general flywheel shielding rules of 1/8” steel or 
3/16” aluminum 360 degrees.  

8. Fuel: Methanol or Gas  
9. Wheelbase 56 inches maximum.  
10. Overall length 96 inches maximum  
11. Top placing tractors will be checked for, but not limited to: Fuel and cubic inch limit. 39 

in3. Zero tolerance. Formula for cubic inch is measured bore x measured bore x 
measured stroke x .785 = in3. All bores measured 90 degrees from thrust side.  

 
LIMITED V-TWIN - 1025# - 12.5” HITCH  

1. The intent of this class is to have an economical build that should make similar 
horsepower and torque as an NQS SS engine for hopefully 1/5 the cost. It is open to v-
twin and flat head opposed twin engines.  

2. All general rules apply.  
3. V-twin and opposed twin engines. Engines with factory horsepower rating of 27 hp or 

less.  
4. Maximum of 52.5 cubic inch or less.  
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5. Open RPM  
6. Any type of ignition is allowed.  
7. Fuel is to be pump gas with no additives. No oxygen bearing fuels. 

 
ADDITIONAL RULES FOR LITE PRO AND PSTL  

1. Any puller in this class must be able to operate clutch and brakes on their own with no 
other help, driver may be assisted at start line (starting, and gear selection). Driver must 
be able to operate the tractor on their own with no other help. No one may assist driver 
after pull has started, driver must be able to stop tractor themselves.  

2. Helmets mandatory. Fire suits mandatory.  
3. Max tire size 26x12x12  
4. All tractors must be equipped with all safety devices including wheelie bars or skid plates, 

kill switch, dead man throttle, fire extinguisher, and a head restraint is recommended.  
5. Billet steel or aluminum flywheel is required, over 4000 RPM  
6. All flywheel and clutch assemblies must be covered 360 degrees with 1/8’’ steel or 1/4’’ 

aluminum, and be secured to the frame or engine.  
7. All tractors must have a hood and grill. Some type of side shields recommended.  
8. Cyl. Bore, Head and valve guides must be in stock location, billet heads and piston popup 

allowed.  
9. Billet heads allowed and porting and polishing allowed.  
10. Stock head bolt pattern (stock head gasket must fit over studs or bolts)  
11. Tractors must use stock frames, stock transmission housing, and frame must maintain 

stock length except for the front weight bracket or box and adjustable weight brackets 
are allowed. Internal parts may be modified.  

12. Aftermarket frame rails ok  
13. Maximum 56” wheel base / 96” center of rear axle to furthest point forward, including 

weights.  
14. All tractors subject to a handicap or rule change, at official’s discretion  
15. All rules subject to change per event by event coordinators 

 
 
SUPER MOD              

1. Engine Limitations  
 
a. Light Class: 1050# - 1100#  

 4 cycle: Gas or alcohol is allowed  
 2 cycle: 500 cc and under can run alcohol, 500 cc and over must run gas  

 
Maximum engine specification:  

 850cc- 2 valve  
 750cc- 4 valve  
 600cc- 2 cycle  
 1000cc- V-Twin cyl motorcycle  

2” 
.5”-.75” 

Hitch Diagram 



16 
 

 
b. Heavy Class: 1250# - 1350#  

 one 4 cycle engine, 1500 cc max. with maximum of 6 cylinders.  
 Marine or automotive engines will be limited to 4 cycle, maximum 4 

cylinders, 2 valves per cylinder.  
 Gas or alcohol is allowed.  
 One 2 cycle 1000cc engine max. Gas only.  
 Gas stock Carbs only.  

 
 
c. Light and Heavy Classes:  

 Maximum of 1 barrel of carburetion per cylinder.  
 Fuel injection allowed only if stock for that engine.  

 
d. Light and Heavy Classes: Engines must be naturally aspirated  

 
2. Maximum Tire Size: 26x12x12, any rim width. Manufacturer’s markings must be on the 

tire.  
3. Maximum tractors length is 8 feet, measured from the center of the rear axle to the 

furthermost point forward. Maximum width is 6 feet.  
4. Front wheels must tract rear wheels  
5. All vehicles must have fenders. The fenders must extend horizontally, over the tire 4’ 

from the vertical of the inside of the tire, to keep the driver away from the tires.  
6. All vehicles must have a strong seat with 3” or more of the backrest  
7. Persons 12 or older may pull in the super mod class. Drivers must demonstrate their 

ability to safely operate the vehicle to a board member. Minors must have a parent or 
guardian’s written permission. Exception: Persons operating an ATV styled machine must 
be 18 or older. 

 
 
1600# UNLIMITED OUTLAW           

1. Age limit- 16 years old (with parental consent) or older. Can pull at 14, but must be an 
active member along with parent for one year. After the year of membership, the 
nominee must be voted in by eligible to the pull at 14.  

2. Any automotive, snowmobile, motorcycle, and turbines engines are allowed.  
3. Multiple engines machines are allowed. No nitrous or nitro allowed.  
4. Maximum tire size 26 x 12 x 12. Pulling type tires are allowed  
5. All machines must have roll bars. Bars must consist of two bars over the driver and two 

down the back behind the driver with bars secured to the tractor’s frame. SFI specs are 
highly recommended. Minimum thickness of bars is .095 ir 13-gauge mild steel. Bars 
must be checked and pass tech before allowed to pull.  

6. All drivers must have a min. 4 strap harness.  
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7. No portion of any tractor may exceed 8 feet forward from the center of the rear axle to 
the front most part.  

8. 13” hitch height.  
9. 4-cylinder pressurized motors allowed turbo or blower  
10. All mini rod rules apply. 

 
 
1800# OPEN LIGHT MINI RODS up to 34” tires       

1. 1600# mini rod rules apply 
 

 
1950# MINI RODS            
 

1. Age limit- 16 years old (with parental consent) or older. Can pull at 14, but 
must be an active member along with parent for one year. After the year of 
membership, the nominee must be voted in by eligible to the pull at 14.  

2. No portion of any tractor may exceed 8 feet forward from the center of the 
rear axle to the front most point.  

3. All tractors must have wide front ends with two wheels. The front wheels 
must track within the rear wheels.  

4. All Mini Rod tractors must have roll bars. Bars must consist of two bars over the driver 
and two down the back behind the driver. All bars must be secured to the tractor’s 
frame. SFI specs are highly recommended. Minimum thickness of bars is .095 ir 13-gauge 
mild steel. Bars must be checked and pass tech before allowed to pull.  

5. All exhaust pipes must project upwards. 10 degree max vertical.  
6. All tractors must have rear brakes that must be operated by foot brakes, and must be 

able to stop the machine.  
7. All tractors must have safety kill switches and neutral start switches. Kill switches must be 

mounted above the rear weight and 6 inches parallel to the drawbar. Neutral, and 
reverse required.  

8. All tractors will be required to have wheelie or skid pads. Bars must be able to support 
the entire weight of the machine. Pads should be 3 inches square and minimum of 6 
inches back from the rear tires, and maximum of 6 inches off the ground.  

9. Engines will be required to have side plates that go along the length of the block and up 
to the head. 1/8” aluminum or 1/16” steel is the minimum requirements.  

10. Engines will be required to have the damper pulley shielded with 1/4” aluminum or 1/8 
steel with a strap across the front that is no less than 1/8” thick and 1” wide. If using a 
blow-proof balancer, then there is no need for the strap around but one must still be 
used in the front.  

11. Engines running a manual transmission will be required to have a blow-proof bell 
housing. Any one running an automatic transmission will be required to use a safety 
blanket or an SFI approved shield.  

2” 
1” 

Hitch Diagram 
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12. All opened chain and/or drive shafts will be shielded 180 degrees surrounding the top 
side. This must be at least 1/8” on thickness.  

13. All open fans must be shielded with metal shields 1/16” thick across the top and down 
both sides. If the fan is in the horizontal position, it must be covered so that no one could 
get their hand in the fan.   

14. Hand throttle or foot feed is required. If the hand throttle is used, it must push forward 
and when released, must return to idle on its own.  

15. a. Tractors must have seat with backs of substantial material at least 6” high. b. Fenders 
and safety harness are required. 1/3 of the tires must be covered, and the seating area 
must be enclosed to protect the driver. c. Tire sizes: On dirt tracks any size or style tire 
may be used.  

16. Tractor’s weights must not interfere with hook-up to the mechanical sled. Weight must 
be securely fastened.   

17. All engines must be naturally aspirated. This means absolutely no blowers or turbos. No 
nitrous oxide allowed.  

18. Engine sized limited to 421 cubic inches.  
19. All mini-tractors that do not have required safety equipment will not hook to mechanical 

sled. All tractors will be safely approved before hooking to the sled.  
20. The club owns a pump - if needed.  
21. No Electronic Fuel Injection allowed 
22. Small blocks only 
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3200# “PRO STOCK” 2 WHEEL DRIVE MINI TRUCK       
1. Must resemble factory vehicle.  
2. Engine 366 cubic inch max. STOCK blocks only.  500CFM 2 barrel 
3. 23-degree CAST heads only  
4. Low profile intake, no highrises 
5. May remove choke plate. 
6. No alterations, must have choke horn if there was one when purchased 
7. No roller cam or roller lifters allowed. Unless OEM factory.  
8. All air entering engines through carb only.  
9. Harmonic balancer must be shielded 360 degrees around with a strap across the front.  
10. No slipper clutches.  
11. No aftermarket transmissions.  
12. Headers or exhaust must exit upright within 10 degrees (exit through the hood or behind 

the cab)   
13. SFI approved fly wheel   
14. Automatic transmissions must have a blanket or shield. Manual transmissions must have 

a clutch can & shielding.  
15. No transfer cases or drop boxes allowed  
16. Drive shaft must have 3 loops front knuckle, center and rear knuckle.  
17. Allowed to remove all glass except Front windshield.  
18. Must have a front window or a face shield. No tinting.  
19. Driver’s seat must stay in stock location.  
20. Stock firewall in stock location.  
21. Floor pan may be altered but has to be sealed from debris or fire.  
22. No flat beds. Must have box sides. The box floor can be removed.  
23. Wheels in factory wheel wells. 
24. No Hillborn systems 
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3800# SUPER STOCK 2 WHEEL DRIVE MINI TRUCK       
1. Must resemble factory vehicle.  
2. Engine 410 cubic inch max.  
3. No super chargers or turbos.  
4. Roller valve train allowed.  
5. All air entering engines through carb only.  
6. Harmonic balancer must be shielded 360 degrees around with a strap across the front.  
7. Clutches are allowed.  
8. Aftermarket transmissions are allowed.  
9. Headers or exhaust must exit upright within 10 degrees (exit through the hood or behind 

the cab)  
10. SFI approved fly wheel.  
11. Automatic transmissions must have a blanket.   
12. Manual transmissions must have a clutch can & shielding.  
13. Drive shaft must have 3 loops front knuckle, center and rear knuckle.  
14. Must have a front window or a face shield - No tinting.  
15. Driver’s seat can be in stock location or centered 
16. Floor pan may be altered but has to be sealed from debris or fire.  
17. No flat beds must have box sides. The box floor can be removed 
18. Engine can be no further back than the front spark plug centered in the wheel well 
19. Firewall may be altered as long as ¼ inch Lexan or equivalent is used and the cockpit is 

sealed. 
 
General Safety Truck Classes  
No turbo's, blowers, or superchargers.  
Must have a kill switch centered on tailgate or on aluminum cover.  
Must have a rear back up light.  
Must have a fire suit. (pants & jacket)  
Must have a helmet & neck brace.  
Must have a seatbelt & fire extinguisher in the cab.  
Rear brakes only.  
Must have front tow hook.  
Must have battery/batteries shut off switch and be accessible from outside cab.  
Front weights not to exceed 18” max forward 
 
Fuel 
Gas only 
No nitrous or oxygenated fuel  
Fuel tanks must be located in box.  
Must have in line fuel shut off by the fuel tank 
 
Tires 
#3200 Dot tires -31x10.5x15 max  
#3800 Dot tires up to 33x12.50x15 max  
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Rear tires must track front 
No recaps* Sipping and sharpening allowed 
No alteration to stock pattern  
 
Frame  
Factory frames or homemade frames are legal.  
Wheel base min of 102", max 150”  
Rear weights must be inside the frame  
1-ton rear axle, max.  
Bumper bars must stick past the box 6" min 2' max 2.5' max high.  
Must have wheelie bars and they have to support the weight of the vehicle  
Min 2" behind the rear tire, max 10" tall with a 5" pad.  
 
Hitch  
39.25" center of axle to hook point, min.  
24" high max hook point.  
Anchor point no higher than 36in.  
Hook point is to be no more than 45” max out  
Hitch 3” hole 1” thick (to hook on TRACK PATROL SLED) for all mini trucks.  
Hook point not to exceed 10 degrees of angle 
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THE TRACK             
Most pulling tracks are built the same. It precludes a safe and fair place for competitors to 
determine a winner in their pulling class.  
 
All tracks are at least 30’ wide and 320’ long.  
 
Every track is lined with chalk for boundaries, any vehicle’s crossing the chalked lines before the 
full pull mark will be disqualified.  
 
All competitors are allowed two attempts to start the sled within the 75 ft shut down area.  
 
Markers placed at 75, 100, and each 50’ up to 300’ to keep fans and pullers alike appraised of 
the pull distance.  
 
If a puller pulls the front of the sled beyond 300’ he has made a full pull.  
 
If more than one competitor makes a full pull.  
 
The sled will be changed and a pull-off takes place to determine the winner. 
 
 
 
Staging Area          Distance Markers 
    75 100     150        200           250           300 
 
 
 
 
 
 
 
Starting Line      Shutdown Area  Out of Bounds  Full Pull Line 
    between start & 75 feet  
  

Sled Puller 
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TRACK RULES            
1. First puller may drop back to last pulling, if having mechanical problems, a puller may 

drop to last.  
 

2. Pullers have 2 minutes after the sled is in place and track is ready to start there pull. 
Puller may drop to last place if they have machine problems.  

 
3. Shifting of gears on automatic, or gear type is allowed as long as forward motion of 

machine doesn’t stop.  
 

4. Weight may be changed after 1st attempt, if stopped before 75ft mark.  
 

5. Weight must be safely secured to the machine; loss of weights or tires will result in a 
disqualification at flagman’s discretion.  

 
6. Machine touching out of bounce lines before full pull mark will be disqualified, unless 

sled bumps the machine out when trying to stop.  
 

7. Driver must remain in seat at all times.  
 

8. Point of measurement is where the machine stops.  
 

9. A pull may be stopped for excessive loss of liquid when in motion. Puller will be measured 
at that point  

 
10. Two attempts up to 75ft are allowed to start the sled. Anyone that hooks onto the sled 

and makes an attempt will have made an official hook, no refunds.  
 

11. In a pull off 1 hook only per machine.  
 

12. Sled operator will have the option to stop a machine he feels is out of control, and order 
a re-pull, the 2nd hook pertains to the first puller in each class.  

 
13. Judges have the right to weight a machine after a pull.  

 
14. Judges have the right to disqualify any driver for drinking alcohol during the pulling event.  

 
15. No hot-rodding around the track or pit area. Zero tolerance, you will be asked to load up 

and not compete.  
 

16. The full pull line will be determined, but floating finish will be used on large classes, and 
all pulls will be measured.  
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17. Helmets are required and must be fastened for all pullers. Fire jackets and pants are 
REQUIRED.  

 
18. Judgment calls by track officials are not subject to appeal.  

 
19. The track judge may stop any pull attempt considered unsafe. The pull will be measured 

at that point. Driver will be disqualified if they don’t attempt to stop when they are 
flagged.  

 
20. Ignoring the red flag at any time may be cause of a disqualification from the class, 

including the first puller.  
 

21. Disqualification means: * Stock kids garden tractor class - last place points for the 
number of entries for that class, that day, no money or awards. Kids get measured for out 
of bounds. Kids get warning for loss of objects. * Classes: V-Twin, Supermods, Unlimiteds, 
Minis, Mini Trucks - disqualification means 0 points, 0 monies, 0 awards for the class that 
day. You only receive hook points 15. * Multiple infractions will be determined by Board 
members’ vote. * If disqualified for cheating - weights, hitch height, C.I., or any major rule 
infraction, 0 points, 0 monies.  

 
22. Sled operator may restart class at any time.  

 
23. Pulls start with Green Flag and end with Red Flag.  

 
24. 1st puller goes out-of-bounds, you will be disqualified unless sled is reset or hook is 

dropped and puller comes back around. 
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PROTEST RULES & PROCEDURES FOR GARDEN TRACTORS      
1. Protest fee is $200.00 by member. If the tractor if found to be legal, the owner will 

receive the $200.00 from the protestor. If found illegal, protestor will have his $200.00 
returned. If findings are inconclusive, a settlement will be negotiable between protestor 
and the protestor part with the board of directors/officers acting as mediators.  

 
2. All protests must be made in writing and signed by the protestor.  

 
3. Protest must be made within 30 minutes of the end of the class.  

 
4. Board of Directors/Officers may also request tear-down without a fee.  

 
5. Tear-down will be done at the end of the day’s pull. All specifications of the tear down 

will be documented. A one-week Period of time will be allowed to determine status.  
 

6. The protestor must not take part in the tear-down, but must observe the process.  
 

7. The protestor must be a member of the class and be a participant of the class on the day 
of the protest.  

 
8. RPM, weight or hitch height of tractor may be protested by class members or board or 

directors/officers. No fee required for RPM protest to be checked before the tractor 
leaves sight and/or supervision of at least one designated official after unhooking from 
the sled.  

 
9. Weight and hitch protest will be required to cross over the scales to be checked under 

the same supervision as above.  
 

10. Failure to pass any of these requirements will result of loss of points and winnings for 
that violation. If violation is corrected before the next class, the tractor may compete.  

 
11. The decision of the Board of Directors/Officers is final and shall not be appealable, 

provided, however, that with a showing of reasonable and good cause, Board of 
Directors/Officers may, without liability, reverse, revise, or negotiate settlements 
between any members or protestors.  

 
12. Calls by the flagman are not subject to appeal and shall be final.  

 
13. After a tractor has been found guilty of any infraction after a tear-down, they have to 

provide proof of legal status before pulling again.  
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PULLERS GLOSSARY           
 
AC: An Allis Chalmers Tractor. 
Allison: World War II vintage v-12 aircraft engine.1710 cu. In., approximately 2000 horsepower. 
Arias: Racing engine brand common in Minis and TWD trucks. 
Binder: International Tractor. 
Bite: Traction. 
Blower: Supercharger. 
Boost: Air pressure generally by turbos or superchargers. 
Bore & Stroke: Diameter of the cylinders and the distance the piston moves up and down the 
cylinder. 
Box: Part of a weight transfer machine that carries and transfers the weight. 
Brush Pull: Non-sanctioned pull. 
Cam: The camshaft, a revolving engine part that moves the valves up and down. 
Carb: The carburetor. 
Chevy: A Chevrolet style engine. Also referring to the Chevrolet brand of cars and trucks. 
Chevy Hemi: An engine that uses a Chevrolet style block with Hemi style heads. Arias is a 
common brand of this style engine. 
Class: Type of vehicle and rules used to define that type of vehicle(s). Modified, Super Stock 
(Open or Diesel), Two Wheel Drive Truck, Mini Modified, Semi, Pro Stock, etc. 
Clay: The most desirable track surface. 
Cleats: The tread on a tractor tire. 
Cubes: Cubic inch displacement of an engine. 
Cut Tires: Trim the tire bar to a preferred angle for maximum bite. 
Deere: A John Deere tractor. 
Diesel: An engine that ignites the fuel by the heat of compression, rather than by spark plugs. 
Drawbar: The part of the tractor or truck which attaches to the chain and hook of the transfer. 
Drawbar Height: The distance between the drawbar and the track surface. 
Drop the Hammer: Hitting the throttle hard. 
4 x 4: Four wheel drive. 
FWD: Four wheel drive truck. 
Fuel: Either Alcohol or Diesel fuel. 
Full Pull: Pulling the entire length of the track. 
GN: Grand National level of pulling. 
Gooney: A puller's helper. 
Grenade- Damage to engine, usually terminal. 
Headers: Exhaust pipes designed for free exhaust flow. 
Hemi: A Chrysler engine with a dome-shaped combustion chamber. 
Hired Gun: A driver who drives tractors or trucks other than his or her own. 
Hook: The point of attachment to tractor's or truck's drawbar. 
Hook Points: Points received for attempting a pull. Each competitor can earn 15 per attempt. 
Hooking Up: Tires getting a bite on the track. 
Horsepower: The ability to do a specific amount of work during a specific amount of time and 
over a specific distance. Abbreviated HP. 



27 
 

IH: An International Harvester tractor. (also International) 
Kill Switch: A required hook-up that automatically kills the engine if the tractor becomes 
unhooked from the sled. 
Mini: Small modified tractor, 2050 lb. 
Miss the Balance: Improper weight balance on a tractor, either too light on the front resulting in 
an uncontrollable wheelie, or too heavy on the rear resulting in poor power transfer. 
MM: Minneapolis Moline tractor. 
Modified: Tractor using any combination of engines, transmission and final drive. 
Mopar: Chrysler products. 
NTPA: The National Tractor Pullers Association, Inc. 
Out the Gate: A full pull, going the entire length of the track. 
Overspeed: A safety device on turbine engines to keep them at a safe operating speed. If 
achieved engine will shut down. 
Pan: Part of the weight transfer that makes contact with the track to create the friction 
necessary to stop the tractor. 
Pits: Area for pulling tractors and trucks to park. 
Points Champ: The person who has won the most points at season's end. 
Power Track: Track made with the combination of water and clay to pack, requiring a lot of 
power from the tractor to pull the transfer. 
Pro Stock: One turbo charger and limited alterations being allowed in a class. 
Pull-Off: A second pulling contest for pullers going past the full pull mark. 
Purse: The total prize money awarded at an event. 
Read the Track: Determine track conditions (soil type, soil texture. etc.) for weighting tractor and 
spotting sled. 
Revs: RPMs or revolutions per minute of the crankshaft. 
Sanctioning: A contract, which evidences the event's commitment to follow national rules and 
regulations of the sport and to provide a safe environment for the participants and spectators. 
Second Attempt: If, on the first try, the tractor doesn't move the sled to the 100 foot line, the 
puller can try again. 
Skid: Pan of the sled. 
Sled: Weight transfer machine. 
Slider: A clutch which uses the centrifugal force inherent in the spinning of the clutch to activate 
the clutch mechanism (also a Slipper Clutch). 
Slip the Clutch: Prevention of 100% lock-up of the clutch, used to hook up the tires to the track. 
Also means a malfunctioning clutch which never locks up. 
Smoke Machine: Used at indoor pulls, attaches to weight transfer machine, sucks exhaust smoke 
from tractor outside. 
Smoker: Vehicle using diesel fuel. 
SOHC: Single Overhead Camshaft engine. 
Spotting the Sled: Puller choosing where the sled will sit along the start line for the pull. 
Squeaked It Out: Barely pulling past the full-pull mark. 
Staged: Lined up at the starting line. Also connecting turbochargers in progressive sequence on 
super stocks. 
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Super Stock: Refers to multiple turbochargers with few limitations to alterations in the given 
class. 
Test Puller: First puller of each class to check sled gear and weight. Has option of re-pulling or 
dropping six positions, or dropping to last. 
Throw Weights: To move detachable weight around on the tractor to achieve a preferred 
balance of weight for track conditions. 
Torque: The power needed to twist or pull under counter pressure. 
Transfer: Weight transfer machine to which the tractor hooks to pull. 
Turbine: An engine using the exploding fuel to drive rotary fan blades, creating the turning 
power of the engine, as in aircraft jet engines. 
Turbo: Turbocharger (an exhaust powered compressor adding power to the basic engine by 
adding more air). 
TWD: Two-wheel drive truck. 
Under the Turbos: Not being able to keep engine speed up to the proper levels to maintain 
turbocharger pressure. 
Weight Classes: 6200 Ib., 7200 lb., etc. The maximum weight of the tractor and driver for a 
particular class. 
Wheelie: Lifting the front wheels off the ground. 
Wrench: To repair, work on tractor. 
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PAY OUT SCHEDULES           
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POINT SYSTEM             
 
1st 15 place points + 15 Hook Points = 30 total points 

2nd 13 place points + 15 Hook Points = 28 total points 

3rd 11 place points + 15 Hook Points = 26 total points 

4th 9 place points + 15 Hook Points = 24 total points 

5th 7 place points + 15 Hook Points = 22 total points 

6th 6 place points + 15 Hook Points = 21 total points 

7th 5 place points + 15 Hook Points = 20 total points 

8th 4 place points + 15 Hook Points = 19 total points 

9th 3 place points + 15 Hook Points = 18 total points 

10th 2 place points + 15 Hook Points = 17 total points 

11th 1 place point + 15 Hook Points = 16 total points 

12th 15 Hook Points = 15 total points 

13th 14 Hook Points = 14 total points 

14th 13 Hook Points = 13 total points 

15th 12 Hook Points = 12 total points 

16th 11 Hook Points = 11 total points 

17th 10 Hook Points = 10 total points 

18th 9 Hook Points = 9 total points 

19th 8 Hook Points = 8 total points 

20th 7 Hook Points = 7 total points 

21th 6 Hook Points = 6 total points 

22nd 5 Hook Points = 5 total points 

23rd 4 Hook Points = 4 total points 

24th 3 Hook Points = 3 total points 

25th 2 Hook Points = 2 total points 

 

 

 


