
Miniature BLDC Inverter Rotary Refrigeration Compressor

Model QX1901VDL QX1902VDL QX1903VDL(T) QX3202VDL PX2002VDL PX2002VDL-T QX1402VDL QX2002VDL QX2802VDL QX2802VDL-T QX3803VDL QX3803VDL-T

Cooling Capacity 
(under ASHRAE) 360W 400W 455W 550W 330W 465W 240W 325W 490W 580W 646W 760W

Attributes Small Size Small Size Small Size Large Size Small & Quieter Small & Quieter Ultra-Small Size Efficient & Quieter Efficient & Quieter Efficient & Quieter Efficient & Quieter Efficient & Quieter

Voltage 12V 24V 48V 24V 24V 24V 24V 24V 24V 24V 48V 48V

Cylinder Single Single Single Single Single Single Single Single Twin Twin Twin Twin

Displacement 1.9cc 1.9cc 1.9cc 3.25cc 2.0cc 2.0cc 1.4cc 1.9cc 2.8cc 2.8cc 3.8cc 3.8cc

Refrigerant R134A R134A R134A R134A R134A R290 R134A R134A R134A R290 R134A R290

Weight 0.72kgs 0.72kgs 0.9KGS 2.26KGS 0.78KGS 0.78KGS 0.7kg 0.81kg 1.3kg 1.3kg 1.6kg 1.6kg

Working Current 1~8A 1~7A 1~4A 1~10.3A 1~7A 1~8A 1~4A 1~5.2A 1~8.3A 1~8.3A 1~5A 1~5A

Speed Range 2000 ~ 6000 rpm 2000 ~ 6000 rpm 2000 ~ 6500 rpm 2000 ~ 4500 rpm 2000 ~ 4500 rpm 2000 ~ 4500 rpm 2700～6300rpm 2700～6300rpm 1800～4500rpm 2100～4500rpm 1800～6300rpm 1800～6000rpm

Motor Type BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless BLDC Sensorless

Evaporator Temp -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃) -22~75℉(-30~24℃)

Ambient Temp 41~110℉(5~43℃) 41~110℉(5~43℃) 23~131℉(-5~55℃) 41~110℉(5~43℃) 41~110℉(5~43℃) 41~110℉(5~43℃) 23~131℉(-5~55℃) 23~131℉(-5~55℃) 23~131℉(-5~55℃) 23~131℉(-5~55℃) 23~131℉(-5~55℃) 23~131℉(-5~55℃)

Max Operating 
Pressure 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa) 350psi (2.4Mpa)

Max Condensing 
Temp 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃) 160℉(71℃)

Max 
DischargeTemp 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃) 212℉(100℃)

Max Compressor 
Temp 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃) 248℉(120℃)

Drive Board Included Included Included Included Included Included Included Included Included Included Included Included

Display Panel / / / / / / (Optional) (Optional) (Optional) (Optional) (Optional) (Optional)
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