
 *Possibility to the application of the following materials: mesh, vinyl banners, blockouts, flags, textile banners. ** Double sided as, in case of printing on the material for duplex printing.  

 fast and easy to install 

 the possibility of use multiple materials * 

 adapted to the 3 standard width 

 ad length up to 4 rm.! 

 double sided ad ** 

 necessary equipment needed for assembly 

 

Advantages of systems: 
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SPIN OUT BANNER SYSTEM 
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RECEPTION 



 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

  

SPIN OUT BANNER SYSTEM 
Increase the reach of your advertising! 

 System Spin Out Banner is the ideal system, everywhere 
where there is no possibility to suspend print: no fence, 
posts, scaffolding or wall. 

 The system is fast and easy to install in all, not hardened, 
but the earthy areas such as meadows, fields, gardens 
and parks. 

 Possibility of using one of three basic width and length 
up to 4 rm. 

 Due to the construction, the banner is perfectly taut 
between the poles, which increases the visual appeal of 
advertising. 

 Pole tensioning has a practical construction: 4 holes 
defining the place of installation eylets corner, one of 
the 3 widths,and also allows tension eylets center, even 
if they are not taken as directed.The set includes all the 
necessary elements for installation print advertising in 
the system. 

 The system is portable and suitable for multiple use. 
 

 

 

Description of a set*: 
 2 pole galvanized steel with 2 spike 

 4spikes, 4 polipropylene white ropes,  

4 regulators for ropes 

 8 rubbers with plastic ball  

 equipment needed for assembly 
 

Available Element + 
Increase the functionality of the system! 

PREPARATION AND CONFECTION 

Confection 

Lenght Up tp 4 rm. 

Width 100cm, 65 cm, 30 cm 

Vinyls: weld around, eyelets right and left side 

Textile: sewing around, right and left side of the reinforcement strip and eyelets 

Vinyls:mesh, banner, blockout 

Textile: flag, textile banner 
Material 

* Because of the continuous product improvement, we reserve the right to change the appearance of individual elements. It may be a small difference in size. ** Printing length between 

one and the second pole must not exceed 4 rm. Because of the possibility of using different materials, you must first check whether the system properly tightens print 

DOUBLE SIDED SPIKE 

 the possibility to use of different width and 

length of the ad, in any configuration with  

a set  Spin Out Banner System** 

 You can set up the systems in a straight line 

and a selected angle  

 necessary equipment needed for assembly 
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EYELETS POSITION 
eyelets in the right and left sides at 

the corners, another approx. 33-34 

cm 
EYELETS POSITION  

eyelets in the right and left sides in the 

corners, next 2 approx. 33-34 cm 

EYELETS POSITION 
 eyelets in the right and left 

sides at the corners 

 

Szerokość wydruku: 

100 cm 
 

Szerokość wydruku: 

65 cm 
 

WIDTH OF PRINT 
WIDTH OF PRINT 

WIDTH OF PRINT 


