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SINGLE SWITCH WELDING MAGNET

WM1 B IR R e

Application:Suitable to welding fix the inside square corner of various magnetic material.
Features:1. A switch controls the magnetic force of the welding magnet.

2. Fast and safe set-up.
3. Easy to clean. Simply turn off and wipe.

g  ERTEMSHEMHNABIERERE.
B XREHREEERE—MIEREHEERID  BESS  fRNER:.

pilR= & ( mm)Dimension FHE #E (kg) RifRA (kg)

Model BXAXC Angles Net Weight Pull Off Force
WM1-4590S 111X95X28 45°/90° 0.6 30
WM1-4590L  152X130X35 45/90° 1.4 55

01

Welding Magnet

Dual Switch
Part No: WMZ.505

-

DUAL SWITCH WELDING MAGNET
WM?2 SFF IR E E e

Application:Suitable to welding fix the inside square corner of various magnetic material-

Features:1. Two ON/OFF switches for independent operation.
2. Hold flat and round metal workpieces.
3. Easy and safe set-up.

iz | ERTESMSHEMHNNBIREEE.
BR XRHEMEEEERER MR |, SREHHSENE—N , BEEES |
ERESE , ERe.

C

MIE (mm)  f@mE %S (kg)  HIBRH (ko)
D'&IS)Q%IOH Angles Net Weight Pull Off Force

WM2-90S 148X148<38 90° 1.1 50
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DUAL-USE WELDING MAGNET
WM3 iR IR EIE RS

Application: Ideal for ferrous metal holding for welding jobs in hardware processing and

construction industry.

Features: 1.Create 90° corners by holding from the outside, providing you with an

unobstructed area for inside tack welds.
2. Use its out edge to set up materials at 60°.

B ERTAERMIRBERAT AR AGIREE L

e BRI, R — N EA, I URAENTERNEIRE, WA LUAERA60 EE T

B2 #l#&Dimension(mm) MAE %E (kg) Rl (kg)
Model AXBXC Angles Net Weight Pull Off Force

WM3-6090S  100X73X12 60°/90° 0.38/%f

03

17

WM4-304590M WM4-304590L

WM4-304590S

MULTI-ANGLE WELDING MAGNET

WM4 Z R IR EE ERS

Application:ldeal for ferrous metal holding for welding jobs in hardware processing and

construction industry.

Features:1.This magnet welding fixer has 30/60° edge as well as the standard 45° and

right angle (90°) edge.
2.The center hole makes it easier to handle.

3.There are two small riveted holes for linking magnets together to add extra

strength to the job.
R EATHEEEMIRERNTWHEREIREEN

B BB30°/60° LA URITER4S BRI HNAA, PONBEFEEERZEE, 2WH
BEBFHNNELLEGER, IBESTIINBMEITEFE,

pitR= & Dimension(mm) fAE

Model AXBXC Angles
WM4-304590S 59X50X12
WM4-304590M 110X95X18 30%/45°

60°/90°
WM4-304590L 150X130X18

AR (kg) & (kg)

Pull Off Force  Net Weight

15 0.22/%f
40 0.46
55 0.78
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SINGLE SWITCH MULTI-ANGLE WELDING CLAMP
WM5 BFXEZREIREREE=R

Application: Ideal for round and square tubing, angles and flat stock.

Features: 1.Aswitch controls the magnetic force, turn off when setting up and turn on
when you are ready to work.
2. Fast and safe set-up. Easy to clean. Simply turn off and wipe.
3. Holding at multiple angles while soldering, brazing and welding at
30°/45°/60°/90°/110°/115°/165°

i | ERTEMSHME(ER. AN, 18K, BiRE ) NARIREERE.

B BFFRETIREEERE — M REHEERE Bl ETUREEESMERTRK |
£90°45°60°30°115°110°165°F , EASMEIERRATLARIEIZAL—MXAE . BI2RSRIRALITY.

- -— T —

o \

el b

A2 HIMDimension(mm) fE #E (Kg) ffiA (kg)

Model AXBXC Angles Net Weight  Pull Off Force

30%/4560°%/90°

WM5-S  136X93X28 110°/115°/165°

0.62 30
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WM6-S WM6-M

ARROW WELDING MAGNET
WM6 ik IR Z Bl E =R

Application:Can be used for welding, soldering, pipe installation, assembly, magnetic
pick-up tool etc.

Features:1. Strong NdFeB magnet encased in durable steel casing
and reinforced with rivets.
2. Multi-angle design can be used at 45, 90 or 135 degrees.

& : ATATIRR. EERE. K. BAOKRBIES
B LIRERSERER |, RERBRREISNT . FRHIETINE
2ZAERT, BJE45°, 90°, 135°(%F ‘

me  AE(Mm) omE e®E (ko)  HBA (ko)

Model AXBXC Angles Net Weight Pull Off Force
WM6-S 55X55X14  45°/90°/135° 0.43/%f 25
WM6-M 80x80x16  45°/90°/135° 0.46 35
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ARROW WELDING MAGNET
WM6+ Sisk IR EZ B ERS

Application:Can be used for welding, soldering, pipe installation, assembly, magnetic
pick-up tool etc.

AL MAGNETICS
Features:1. Strong NdFeB magnet encased in durable steel casing and reinforced with rivets. ) st_;,
2. Multi-angle design can be used at 45, 90 or 135 degrees.
3.Fixtured with three extra strong magnets, make it easier and quicker to clamp the
three-dimensional workpieces, accomplish three-dimensional welding.

B JRTRE. EBRR. K. MOKRIAS

B 1RERSBG, REMAOREIINT, AWETNE
2.%fERT, BI1E45°, 90°, 135°@FMA
3MEA=MEREKETE, Fo@#TIHREEHERE, SUZHIRE,

me  AE (MM mE s (ko) B (ko)

Model Dimension Angles Net Weight  Pull Off Force
WM6-S+ 55X55X22  45%90°/135°  0.46/%/ 25
WMB-M+ 80x80x24 45°/90°/135° 0.45 35
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SIUINOVA IHSTT
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o
90" WELDING CLAMP
= Py =]
WM7 EfIREEERS
Application: Ideal for ferrous metal holding for welding jobs in hardware processing and
construction industry.
Features: 1.Create 90° corners by holding from the outside providing you with an
unobstructed area for inside tack welds.
2.Use the different outer edges of the magnet to set up material at 30° and 60°
as well as 90°
3.With the new design of handle, much easier to take off magnet from the materials.

B ERTHEESRMIRERTURSKHFREEQ

BR BENSRE I, ER— T EA, U RS ENEERNEIRE, el LIAERA30°5E60°
BRI, £MPFRIZ, EASMAME LIS

A2 #4& Dimension(mm) HAE &8 (kg) #IBiA (kg)

Model L1 L2 W H Angles Net Weight Pull Off Force
WM7-S 21 54 84 14 30760790° 0.24/%} 30
WM7-M 24 70 110 14 30760790° 0.48/X%} 35)
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90° MAGNETIC WELDING HOLDER
WM8 EfIFEEELR
Application:This square magnetic clamp is suitable to fix iron plate, tube, stick, wood,

angle steel and channel steel etc, to prevent them from moving..
Features:

1.Controlled by a 180°On/Off switch, simple operation and fast set up anywhere on ferrous metal.

2.The 90 degree magnetic welding holder are easy to use, and can be used with larger and
heavier steel.lIf you want more strength, just add more magnetic holder.

BIE  #A&Dimension (mm) MAMEE(mm) F=E(kg) Hifi/(kg)

Model A B g RIS Net Weight  Pull Off Force

ADJUSTABLE ANGLES WELDING HOLDER
WM9 mliEA M Bl E 57 51

Application:Suitable to fix iron plate, tube, stick, angle steel and channel steel etc,
to prevent them from moving.
Features:1.Every single magnetic clamp have powerful holding force, offer clear
scale display, set at 30°-180° degrees easily.
2.“V” groove at the bottom clamp, can hold the round steel.
3.0n and off switch to control the magnet, easy and fast to operate.
A& ERTEEMR. EF. BF. AN, ERE, BHLEEB,
PR 1L.EEXRENS T EEREEERE S, IRLEBEMNZERT, ATUREHN
F2AE30°-180EE A Ao
2. BERKBAVEE, JEEERIG, BEBNREIA,
3.93—4\180%%9?9&?%] RIEER: , B IERIR, R,

'j \\ re—
&

oo 8

u

##& Dimension(mm) BFEE(mMmM) /FE #E(kg) It (kg)

L W H h Fu_llh?é'i\(trl:ggcn Angles Net Weight  Pull Off Force

WM8-S1 205 205 74 4 1.35 60 160 64 67 67 4 30°-180° 1.35 60

WM8-S2 205 205 74 4 21 120 - ] 160 64 67 67 4 30°-180° 2.1 120
Rig: ESAFEEML. BF. $F. AN, MRS, KRB, —

WMEMT 253 253 85 ° 2.25 120 WHE: 1. Bi— 80 BERFERIEH), WL, BENSH, R 26 i &0 9 Sn U 120

WM8-M2 253 253 85 5 3.65 240 2. R EARERRERGE, TREFRAREESRUE 223 75 80 80 5 30°-180° 3.6 240

J.ERTEEAMENHKR, HREERNKR, EMNEERENA.
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ADJUSTABLE ANGLES WELDING MAGNET
WM10 aTE VA Bl E 2%

Application: ldeal for ferrous metal holding for welding jobs in hardware
processing and construction industry.

ADJUSTABLE ANGLES DUAL SWITCH WELDING MAGNET
WM11 W KAIETR EEE=S

Application: Ideal for ferrous metal holding for welding jobs in hardware processing

and construction industry.
Features:

1.This adjustable angle magnet offer clear scale display, hold metal at 20°-200°
for welding and fabrication.
2.Use hex wrench for lock variable angles, both inside and outside have strong magnetics.

RBE: ERTHEESEMIRERTURSKEIREE
B 1LEERLEABEWMNZERR, BESMIREIE, FE—120°-2000lANEERE,
A LABERE I EE LM, e LIRS EREAES#HITIRE

2 EANAIRFHETRETIRAE, NIMBHHM.

Features:

1.Two On/Off switches for independent operation, easy and safe to set up.

2. With clear degree scale, setting up angles at 15°-210° by holding from outside/inside
3. Lock at any angles with the hex wrench we supplied together with magnet.

A ERTRESREMIREZRTURSKFREE
B 1L HEMIREHEESRHD  BEsS R ERE.
2.EERLEBMNZERT, BILIMBRITIH, BH—115-2100 MRNERRE,
AIBRES R EE LY, e RAENTEARERHTIERE
3EASNARFHETRELIRAE, NIMNIHHME,

K-

L]

HS  Mlffiomenson(mm) BE - RHE (ko) D (ko) M Dimension(mm)  fBlE 9 (ko) K (ko)

Model LXWXT Angles Net Weight Pull Off Force L H T Angles  Net Weight  pull Off Force
WM10-S 101X63><14 200*200O 0.25 22 WM11-S 144 87 24 150_2100 07 30
WM10-M  120X78X16 20°-200° 0.4 35 WMA1-M 168 104 31 152210° 12 50
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SWITCHABLE ARROW WELDING MAGNET
WM12 #FFREL AR EERR

Suitable for welding fix the various of welding job, such as pipe assemble, frame construction and tank welding.
1. Unique design use strong neodymium and ferrite magnet. .
2. Multi-angle design for fixing at 45,90,135 degrees.

3. On/off switch to control the magnet, all three sides have strong magnetic force.

R ERTRENBIEEER; BERE; HERE, XREE, CERROEHGREE; SWITCHABLE ARROW

A1 R M A K 08 Sk R R AR WELDING MAGNET
2 EMBEIR, THBEMS ;900 ;135° EE;
s WAL, TARERE, Li5EHH.
s BAOHS, SEBBEOEES.

ich=3 F4E Dimension( mm) RE %8 (kg) HIBRA (kg)

Model L H T1 T2 Angles Net Weight  pyll Off Force
WM12-S 105 69 21 37 45990°135° 0.33 25 O;o
WM12-M 135 88 21 40 457907135° 0.57 42 o %
WM12-L 175 111 26 50 457909135° 1.23 80

13
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ARROW WELDING MAGNET

FM1 S5k AR R EERS

Application:Can be used for welding, soldering, pipe installation, assembly,
magnetic pick-up tool etc.

Features:1. Strong ferrite magnet encased in durable steel casing and
reinforced with rivets.
2. Multi-angle design can be used at 45, 90 or 135 degrees.

Bi&: TATIRE. BERE. ¥R, MAOKNIAS
B LLBREARUE, W5ESN, REWMANWGIING, BAIETmE
2. ZAEIRIT, AITE45°, 90°, 135°1FH

##& Dimension (mm) AR RIBEA (kg)

L W T Pull Off Force
FM1-XS 80 54 12 45790%135° 0.12 13
FM1-S 121 83 16 457907/135° 0.4 25
FM1-M 163 112 21 457/90°/135° 0.85 50
FM1-L 198 136 24 457907/135° 14 75

HEXAGON WELDING MAGNET

FM2 7R E E RS

Application:Can be used for welding, soldering, pipe installation, assembly,
magnetic pick-up tool etc.

i s Features:1. Strong ferrite magnet encased in durable steel casing
MAGAY WELDING \ i and reinforced with rivets.
\ 2. Multi-angle design can be used at 30,45,60,75, 90 or 105 degrees.

Rg: A TIRE EERE R EOBNTAS
R 1 SRR, IR )38 h. REIM AR MEIShoS, AAIETME
2. ZAERIT, FI7E30°,45°,60°,75°,90°, 105°fE

##& Dimension( mm) aE %E (kg) HIfRA (kg)
L H T Angles Net Weight  pyll Off Force
FM2-XS 63 52 12 3074560° 0.11

FM2S 97 80 16  75990/405° 04 25
FM2M 129 111 21 0.85 50




IRIBT R T IRIB R T

SWITCHABLE ARROW WELDING MAGNET
FM3 HHXREIEL IR EE ERR

Application:Can be used for welding, soldering, pipe installation, assembly,
magnetic pick-up tool etc.

SWITCHABLE HEXAGON WELDING MAGNET
FM4 FH RO EEERR

Application:Can be used for welding, soldering, pipe installation, assembly,
magnetic pick-up tool etc.

Features:1. With On/Off switch, easy and safe to set up.
2. Strong ferrite magnet encased in durable steel casing and reinforced with rivets.

3. Multi-angle design can be used at 30,45,60,75, 90 or 105 degrees.
B T ATIRE. EERE £ MOKRNIAEE?
BRIl H— M AXEHREERNE S, BEES %, FRAAERS.
2 BRERHEIR, R F1583, R E it BB W EISh 7T, RENETINE?
3. ZAEI&I, AI7E30°,45°,60°,75°,90°, 105°fEA?

Features:1. With On/Off switch , easy and safe to set up.
2. Strong ferrite magnet encased in durable steel casing and reinforced with rivets.
3. Multi-angle design can be used at 45, 90 or 135 degrees.

g JRTRE. EERE. KR, BAOKRRIAS?

BR LA IMXENEESRNESN, BESS, EAHFERE.
2. BREMGHE, W58, REMBHWEIST, BIETINE?
3. ZAEIRIT, FIE45°, 90°, 135°fEFE?

Ol|O

FIHE Dimension( mm) RAE %8 (kg) HIfRA (kg)
L H T2 Angles Net Weight  pyl| Off Force

FM4-S 96 80 18 36 30%45%0° 0.5 15-20
FM4-M 123 103 21 39 757907105° 1.0 30-40

idR=3 FHE Dimension( mMm) BE #E (kg) HIBEA (kg)
Model L H T1 T2 Angles Net Weight  py|| Off Force

FM3-S 120 81 18 36 457907135°  0.43 15-20
FM3-M 160 108 21 39 457907135° 0.85 30-50
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SQUARE WELDING MAGNET
MWC1l AR EEERS

Application:This square magnetic clamp is suitable to fix iron plate, tube, stick, wood,
angle steel and channel steel etc, to prevent them from moving.

Features:1.The bottom of the clamp and both four sides have magnetics, six sides
machined at the angle of 90°.
2.Controlled by a 180°0On/Off switch, simple operation and fast set up anywhere
on ferrous metal.

A& MATERENEEIH. EUF
B ARRRERSRH —TI80 IR XEH, AEBRI0H. —ERVEETEERE I,
B—MEERRETR, RERE, TULHRRMENAEE. SHWITRES

H
h
w

A Dimension (MmM) #FE ( kg) RIB5ET ( kg)

H h w R Net Weight Pull Off Force
MWC1-90 76 44 60 48 0.7 90
MWC1-185 90 57 64 48 1.0 185

19

SQUARE MAGNETIC CLAMP
MWC2 75 Rtk Bl E 28
Application:This square magnetic clamp is suitable to fix iron plate, tube, stick, wood,

angle steel and channel steel etc, to prevent them from moving.

Features:1.The bottom of the clamp and both four sides have magnetics, six sides
machined at the angle of 90°.

2.Controlled by a 180°0On/Off switch, simple operation and fast set up anywhere
on ferrous metal.

B NATEEHRKR. EF. BF. AW BNE, UBENBE
BR L EERNRSMEMIESE#H, RERBEZRI0 M.
2. mEA— N80 TR F R I, RIETEH BRI 2. REE

BE  #MiEDimension(mm) BHMEE(mm) 1/280TfEfAHi(kg) #E(kg) HIBA (kg)

Model W o A H IRl S Bleagiiotiag Net Weight  Pull OFf Force
MWC2S 50 315 66 4 6 0.38 60
MWC2M 60 415 80 & 8 0.65 120




IRIEH AR5 IREHERT

O]
N [A

H [ni 1J 1 1
®@ 0O /i H
MWC6 T —11

w
_ ) sm | @ (@) mwcim (@
Al MAGNETICS S SNETICS MULTI-ANGLE
ﬁ A SEAT A LSHUNMAGHETIC WELDING MAGNET

s il
MULTI-ANGLE :
H ® © WELDING MAGNET WUETDTI:I%EMAGNET Eopthoes
MWC4 MWC5 || : ,
: MWC7
A W

1209

45° 75°

120% o -
Ak NATEEHR. BF. BF. AW, EWNE, UBE(1EE

Ri%: MATEEHR. EF. #F. AN BNE, UHENBEH _
MULTI-ANGLE MAGNETIC CLAMP MULTI-ANGLE MAGNETIC CLAMP HR LEESNS I EMEBERESN, SaSMAEIIREEN, REEE

BR 1LERSNS I EREBREN, Ea5MARREREM, RERE

MWCA4-5 SZfaERE T 2. AFRE— S0 HER TS, BIEEE, R, MWC6-7 ZAEHIMEESS 2. AP RE— IS0, BIFEE, R,
Application:This multi-angle magnetic clamp is suitable to fix iron F#&Dimension(mm) BF1EE (mm) aE #E (kg) HIfiI(kg) B2 #HEDimension(mm) {EFIERE (mm) aE &2 (kg) HIBRA(kg) Application:This multi-angle magnetic clamp is suitable to fix iron
plate, tube, stick, angle steel and channel steel etc, EulllSaturation Angles Net Weight Pl Off Force Model Full Saturation Angles Net Weight  Pull OF Force plate, tube, stick, angle steel and channel steel etc,
to prevent them from moving. A w H Thickness w H Thickness to prevent them from moving.
Features:1.Multi sides have strong magnetic, can form precise MWCAS 111 55 76 e 90°,45°/135° Blts ot AEEE  EE 59 i i 45°/90°/135° B 60 Features:1.Multi sides have strong magnetic, can form precise
multi angles MWC4M 142 70 97 5 60°/120° 75°/105° 1.3 120 MWC6M 114 70 97 5) 1.1 120 multi angles
2.Controlled by a 180°On/Off switch, simple operate 77 o pE0 o 2.Controlled by a 180°On/Off switch, simple operate
and fast set up anywhere on ferrous metal. MWC5S 78 55 4 30°/60°/90°/120° 0.56 60 MWC7S 99 55 76 4 6009102’3?7/;3?650 g £l and fast set up anywhere on ferrous metal.
MWC5M 112 70 97 5 1.2 120 MWC7TM 126 70 97 5 VIR T 12 120
22
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MAGNETIC WELDING GROUND CLAMP
MWGC1 #iHIREz S

Application:This Welding Ground Clamp is designed to hold a ground cable to any ferro
-magnetic surface. Using patented technology, this device has strong holding
power as well as a great amount of shear force holding strength to reduce
sideways movement.

Features:1. Applicable to clamp both flat and round workpieces.

2. Simple operation. On/Off controlled by the switch.
3. Time and cost saving.

AR RIS RESEATEE R B, AREEARERIEMEERE. XM=
BRBABAE S, FEBERABMKE DA LR MEEE,

B LEBERTE. BIHHRE,
2. B MEEE, FXRIEFIF/ X
3./ Rz, EERBHMEBE, THRER, fRRAERAE,

HA&Dimension(mm)  EBHE(A) #E(kg) HBiF(kg)

B Cc D E Cument Net Weight Pull Off Force
MWGC1-200 60 32 64 36 35 200 0.27 30
MWGC1-300 60 32 71 36 42 300 0.37 40
MWGC1-600 62 34 95 36 55 600 0.54 70

23

MWGC1-300
MWGC1-200

Attention: Over heat wil
A ooone
s

L

MAGNETIC WELDING GROUND CLAMP
MWGC1-F w4 IF ettt s

Application:
The connection between welding equipment or other objects and the ground,
thus forming a circuit connection.

Features:

If put the traditional grounding clamp too close to the welding point,
will easy to cause overheating and lead to demagnetization.The new floating
magnetic welding ground clamp can solve the problem well.

Simple operation,with switch to control the magnet and fast connection.

R« EIREIRESEMAYAZ FR0ERE | NIERREIRIEE,

151 EREIEEIERGTE  WeHRARRS | SEERbREHIEH.
SEFTFEREAZIM. HEF NIRRT IORR T &5 EFmRRE
REMLERTERNRR, BOEE R TR REEE.

FHE Dimension( mm) EE;ﬁ,(A) #E (kg) HIfiA (kg)

L T H h Current  NetWeight pyll Off Force
MWGCL-200F 64 35 64 60 200 0.28 30
MWGCL-300F 71 42 64 60 300 0.38 40
MWGC1-600F 95 55 69 62 600 0.6 70




T BERT T BERT

MAGNETIC HOLDER HOOK
MH-50 #AOEERREN

Application:Well accepted in factories, stores, construction sites, garages and wharves etc.
Features:1.Features:Inside installed with neodymium magnet, creating strong magnetic
force to metal workpieces.

2.ldeal for both flat and round metal workpieces

3.For hanging cables, air hoses and different kinds of tools etc.
A& @GRS R, LBANBAORWESHA L EEELI . &5 . ITith
RS, BERMEFENSERNOSKEMBNREL (0 %K. BER. BIK.
KUIRIN. REA. BREE) , BTRERNE. KE. B&. [TX. RF. EL7].
IA%E,
R FRES, AEARRIMREREEE, HEFRURRE S, RN TENEERE,
R ERRRR DRI R R IR MY, R FE 75 (B IR

MAGNETIC WELDING GROUND CLAMP
MWGC1-F3 M IRiEixihas

Application:
This Magnetic Welding Ground Clamp is designed to hold
aground cable to any ferromagnetic surface.

Features:1.Always stay cool, no spark, safe and reliable.
2.Conductelectricty quickly and easily to make the welding more efficient.
3.Big magnetic area and reducing distance between conductive rod and .
magnetic area to achieve better magnetic force, to hold the metal pieces tightly
4.I1tisdurable and easy to operate.
B tRIREEt R A TEEEBL, R TEMKEEME
B LRRR, TAE, RETE
2.SHBHMRME, e TIEME
3KIRE, RAEFREE, BOREREMH
AMHKNSBITERESTEIE, RMTER, WEITH
SHAMA, #IEER

)
7

\] :

///\

°

BE FUAE Dimension( Mm) EBift(A) FE (kg) HIfEA (kg)

Model L H T Current  NetWeight pyll Off Force L
MWGCL-2008 62.5 107.9 32 200 0.19 30 e M (mm) BE (kg) HMBA (ko)
MWGC1-300F8 65 118.4 36 300 0.25 40 Model Dimension Net Weight Pull Off Force
MWGC-6008 70  124.6 42 600 0.37 60 MH-50 109X76X$42 0.33 50
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STRONG DOUBLE-SIDED MAGNETIC HOLDER
MH-1 SER LS

Application: Widely used in garage, workshop, kitchen, porch, warehouse etc.

Features:1. Both sides are magnetic, do not need any screws to fix them, just put them on
the ferrous metal surface.(The thicker of metal, the stronger magnetic force.)
2. Connect several pcs to any length you want, more flexible.
3. Hold different kinds of metal tools, keep the place neat and clean.

A BREF—ERMTFEEFEL, 5—ERNERE (W, %) IR, HERAE, HERE,
[TZERTeE. B BE . BE. 2XF

B LNEHE, THITL, ARNETEETEL, SERESEMEETA
2.F5EK (RMEEA EEMERBEAR) , FERKN, TEAFEER
3LAISHHE, BMETHRRY, ®ARE

¥A6$§ (mm) #E (kg) MELIH (kg) B|EAB (k)
Model algg;\(sclon Net Weight Shear Force Vertical Pull Off Force

MH-1  116X20X22 0.15 10

X EI3R S £
35kg max

APNHHER A
Connect several
pcs to any length

%%:)%T

STRONG SINGLE-SIDE MAGNETIC HOLDER
MH-2 BEERIMIE

Application: Widely used in garage, workshop, kitchen, porch, warehouse etc.
Features:1. It can be used on any places with smooth and clean surface, fixed by the
superglue on the back.
2.Strong suction, tools not falling
3. Hold different kinds of metal tools, keep the place neat and clean.
A ARERMEHEREYR, TZERTEE. B, BE . BE. ZX%
Bl LIEEAKK, ARLTAKL. £ €8, EREETEYELE
2AFEEE, AIERFHIBLERE
3.RNIBKR, FEFRM, TARER

F

A& (mm) BB (kg) MBI (kg) EEH (k)

A .
Pl Net Weight Shear Force Vertical Pull Off Force

MH-2 11819 X13 0.08 10 30




T BART T BERT

SINGLE-SIDED MAGNETIC HOLDER DOUBLE-SIDED MAGNETIC HOLDER
FH1 BBmEENIFE FH1 XmEMB;I%

Application: Widely used to collect different kinds of metal tools in garage, workshop,
kitchen, porch, warehouse etc to keep your place tidy and neat. I I

Application: Widely used to collect different kinds of metal tools in garage, workshop,
kitchen, porch, warehouse etc to keep your place tidy and neat.

Features: 1.Preferable with glue: marble, ceramic tile, wood, mirror, glass, metal etc
2.Preferable with screws: cement wall, wood, gypsum wall, painted wall,
wall with wallpaper etc

A EEEARNSHEKHEEERE, MZERTEeE. B, BE . BE. &X% Big: TEERMESYHESETEL, FAKATE, BEXHE,
e BHEEAR 1R{REE 2848 E) [FZERTEE. B BE . BE. 2X%
JUBRTFEMEE, W B, KEA. 2B, MR, KBS, BHRENRITREE KR WESHE, THIT, ERRNESETEL, HEREEMHEEIR
MR EAIEE, W0 AORE. AR, BEE. ARE. BRE, ARLIEE WAIEA, FERM, TAFEE

Features: Both sides are magnetic, do not need anything to fix it, just put it
on the ferrous metal surface.

L%
a 1

as HAZ (mm) & (k) S HLAE (mm) 1 (kg)

Model pimensics Net Weight Model Bimensics Net Weight
FH1-200 200X 30.2%X16.4 0.31 FH2-200 200X 37.2X14.8 0.34
FH1-300 300X 30.2X16.4 047 FH2-300 300X 37.2X14.8 0.46
FH1-400 400<30.2X16.4 0.63 FH2-400 400X 37.2X14.8 0.68
FH1-500 500%<30.2X16.4 0.80 FH2-500 500X 37.2X14.8 0.87
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ELECTRO PERMANENT MAGNETIC PICK-UP DEVICE
EPP-30 EB3%kH#IGIR2S

Application: Used for moving steel or metal plates, saw blades etc; workpeices
positioning; cleaning and collecting various of metal pieces

Features:

1.This item is our company patented product, over 6 times safety factor with super powerful

vertical pulling magnetic force and strong shear working load to avoid sideslipping.
2.Press the button to turn on/off the magnetic force; easy operation; convenient usage;
an ideal tool for moving or dragging metal plates.

Fig: RN ARFRATREMIR. %R, BAFERIE,; TrEEE. HEEA
AR EEE KN ERHm.

R AERARBPEFER, ReFHELE. BEBBANEERNERNFEINHMEITIS
B M. BFRME, B—TREAFXHRATITEIRIASRM NI RRXH, BRIERR,
fERAE, SEREnEETR. A

A j{;ﬂ

i

B

L

H

#MAEDimension (mm) FEREN(kg) RIEHRARIBRSI(kg) FE(Kg)

B H L Rl TestMaxPullOffForce NetWeight
EPP-30S 176 64 64 237 30 180 1.8
EPP-30L 176 64 64 547 30 180 20
EPP-50S 176 88 55 255 50 300 2.7
EPP-50L 176 88 55 565 50 300 29

31

EPP-30S EPP-30L

\

I‘l* » ‘

Z2hBP 48
ML E AR AT A
STRT S TR

1 1 A
Must press two times quickly to release

T BERT

Rz

Green ON Button

PANSES o]

Red OFF Button

R R

Power Switich

FEERH

Charging Port _
HERRE
Power Indicator

W

Magnetic Base
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PORTABLE PERMANENT MAGNETIC LIFTER
HML {B#Ez(K R ERR

Application:Suitable for handling sheet steel, iron, saw blades and other small
workpiece transport.

Features:

1.Rare earth magnet, stronger magnetic force.

2.Suitable for carrying 50kg steel block with one or several combined together.

3.Energy&cost saving by pushing down quickly to get off the workpiece. -

4 .Die casting aluminium body and handle, corrosion&impact resistance,
solid and durable.

BR fRNROKXEARERFELATRHEBRT. RFRERETEFRRATURB I,
ERBEAUS AF S~ aRNER,2REFNRZERNER TR,

B ERTREEWIR. %R, BRENIHEHIA -y '
4

BS  #MABDimension(mm) FELEH(kQ) RSB AR H(kg) FE (kg)

Model L W H h Rated Lifting Capacity Test Max Pull Off Force Net Weight

HML 140 100 180 28 50 300 1.8

T BERT

MAGNETIC SWEEPER
CT4 #dAE

Application: suitable for using in factory workshop, absorb the metal pieces, screw &
scrap iron effectively, keep the working place clean and easy for recycling.
Features:
1.The strong magnetic force is permanent, focused on the ground directly and generates
a powerful magnetic field.
2.Simple structure, by adjusting the handle, unload the material easily and convenient.

BiE. BRRMECEE LRGN, B2, BENE, FRRIEIESE, EWFA
FRL, BEIERG.

Ba LAKNBRESHT, AIKEER.
2.45ME8, FAKE, RiE
3.FMRAAGIRFRT, BEFHET, HRMEERRE,

S HZBxC AR RAZE(mm) REEEh(mm) E&E(kg) #E(kg)

Model Magnet BXC Material Wheel Diameter E  Sution Height h  Gross Weight Net Weight
CT4-4510 450100 175 50 7.5 7
CT4-6010 600X 100 Ferrite 175 50 8.5 8
CT4-7510 750X<100 175 50 10 915

CT4-9010 900X<100 175 50 14 13.5
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MAGNETIC INDUCTION HOLDER R s s s MECHANICAL UNIVERSAL ARM
YMB-B géf%ﬁ!ﬁﬁ’fﬂii@@é Upper fixture _F3ziies YM- S/WC E-D H'M?&E I"I:TJ EZ{'HE%%@
Fine adjustment iEZE
= 1 Main pole =i

CLP-1
Economical type

Lower fixture FEEEEE (v ﬁ

Magnetic base 714 i

YMB-BS YMB-A1 YMB-AG YMB-A7
‘ CLP-2
‘ — High precision type
Y ®e  THEAKe) REMM)  EEmm)  EFmm) SEEFE (mm) $E(kg)
| Model Holding Power Base main pole Sub pole Dia.ofclamphole ~ Net Weight Fi= TiERI(kg) EEE(mm)  FEKE(mm) L1 ST (mm) 1%E (k) WCE-DLL
YMB-B 80 60X50X55 $12X176 P10X165 6.0/8.0 1.5 Model Holding Power Base Arm length Dia. ofclamphole ~ Net Weight
YMB-BV 80 60X50%55 $12x176 10X 150 6.0/8.0 15 YM-S 30 35X 30X 35 158 56 51 17 0.4
YMB-BS 80 B0X50%x55 $12X194 P10X 165 6.0/8.0 1.7 YM-SV 30 35X 30X 35 205 56 51 73 0.4
YMB-A1 80 60X50%X55 $12X178 H10X150 6.0/8.0/Dovetail 1.5 CLP-3 WCE-D 80 60X 50 X 55 310 110 101 73 6.0/8.0 14
YMB-A6 80 60X50X55 $P12x178  $H10X160 8.0 15 One-piece type WCE-DL 100 73% 50X 55 385 147 130 76 Dovetail =

YMB-A7 80 60X50X55 P12X178 P12X178 8.0 1.6 —E WCE-DLL 130 117X 50X 55 635 285 225 76 5.0
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MECHANICAL UNIVERSAL ARM
WCE-A #i/3 [E R R EE

s
Model

TAERES(kgf)

Holding Power

80

JEREE(mm)

Base
60X 50X55

FEArm length (mm)

L1
132

L2
120

L3
51

L
345

FFHE (mm)
Dia. of clamp hole

6.0/8.0/Dovetail

&8 (kg)
Net Weight

1.5

WCU-D

.

P

FLEXIBLE ARM
WCU F4F (4677 ) BRI EaREE

» Flexible arm,it can be adjusted to any position.
FUFE | TUBBRREEMSHRE.

Adjusting take up sleeve with locking nut for
maintaining proper degree pf post rigidity.
PEZE, BOXMETES , BEREE
NFEUEDE.

Locking lever tightens internal steel cable to
make post rigid and lock it in position.
IREMZANMETFR , SUCERERRER , WD

URENFE.

S TRk  REE(mMm)  FEKE(mm)
Model Holding Power Base Arm length
WCU-A 80 60X 50X55 340
WCU-B 80 60X 50X 55 340
WCU-C 80 60X 50X 55 360
WCU-D 80 60X 50X55 370
WCU-FX 80 60X 50X 55 330

FFEFLR (mm)
Dia. of clamp hole
3.0~13.0
3.0~13.0
6.0/8.0/Dovetail
8.0/Dovetail
6.0/8.0

L1

%8 (kg)

Net Weight
1.4
1.4
1.4
1.5
1.4
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MAGNETIC BASE
MB #J3EE

Application : Suitable for fixing on the machine or as the base of the measturing
apparatus. Such as the universal mechanical gauge, lever gauge and universal
oil pressure gauge etc for combine use.

Features : Have simple turn“ON”and“OFF” switch, with compact size and strong
magnetic force. The screw hole is available, but can still make additional
machining as the subsidiary base to expand the range of use.

A% BRATEEERE LHFERNEE, HallEBRENRKE, ITHERE, HrRHE
RENEEFHEX~RAGNE,
B BRNREFX, SRR, RAOBK. BABRMEET, MEETHRIMINmMMNT,

LAYE 9 M B R EE })‘kaﬁﬁfe‘”lilo ‘
w \ L |
\ | \ |

BE T1E#ES(kgf) & Dimension(mm) BFAR (mm)  %E(kg)

Model Holding Power L W H Tapped hole Net Weight
MB-30A 30 35 30 35 M5X 0.8 0.2
MB-50A 50 40 40 40 M6X1.0 0.3
MB-60A 60 58 50 59) M8X1.25 1.0
MB-80A 80 60 50 59 M8 X 1.25 1.0
MB-100A 100 73 50 55) M8X1.25 1.3
MB-130A 130 117 50 59) M8X1.25 2.0

39

MB-30A

MB-100A

MB-130A

MAGNETIC V-BLOCK
MB-V sx#4VEL gk

MAGNETIC V BLOCK is ideal for holding round or other awkward shaped steel
for precision operation in grinding, measuring, drilling and so on.

Two pieces are finished with same size at special precision to ensure they can
be used together as a set. It is easy to operate with the ON/OFF switch.

g WEVERTEARSEMmSE. EX ERFERTIG, fIMOLTT
FABIEE, UEREMIE. BAIMEAHIN—MENTA,

B SEENFXRIRT, HERE. XKERNK, EUEESRNER, RI—.
VELEER D MR BRI TR, R RE.

L

A

90°

1%

S H&Dimension (mm) T{F#A(kgf) ERFEE(Mm) #E(kg)

Model L w H A Holding Power Applicable Dia Net Weight
MB-V50 70 40 50 34 15 $50 1kgx2
MB-V80 100 50 80 60 20 $ 80 3kgx2
MB-V125 150 50 100 100 23 125 5kgx2
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MAGNETIC V-BLOCK
YV-K #E=/B8

T

BE #AE Dimension (mm)  TAFEI(kgf)
Model L w Holding Power
YV-7K 70 60 72 36 60
YV-7KS 80 56 72 36 70
YV-7KL 125 60 72 36 80
YV-12K 100 70 95 46 70
YV-12KS 115 75 100 50 80

%8 (kg)

Net Weight

1.6
1.7
3.0
4.0
5.2

>

YV-7K YV-7KS

i YV-12K

P Used for Grinding, Light Milling, Drilling & Inspection
of Round & Square Jobs.
FRTFEH. HtHl. $SFAINER. B IHeE.,
» High accuracy,strong magnetic force.
RENSEIE | SBHL.
» Magnetic force on all grinding surface.
FrEtREEYEHA,

MAGNETIC SQUARE TYPE BLOCK
YY #ESRE

> Used as a holder for precision work in measuring,
marking and other similar operation.
BIESEE THEFFERE , MATIXIEH TGN, R
FOSRURLE,

» Measuring available on the upper, side faces, V faces.
LE. WE. VEESS# , HEIX T TR,

ke - R P
Model

V-groove Vil | Surface i Dimension Main body material Net Weight
25 50

YY-100A 100 X100 100 #k/58(Iron/Alu) 6
YY-100C 25 50 100 X100% 100 /4R (Iron/Copper) 7
YY-150A 50 140 150 X150 150 #k/58(Iron/Alu) 23
YY-150C 50 140 150 X150 150 #k/4m(Iron/Copper) 25




T BART

T BERT

MAGNETIC INDUCTION BLOCK
MIB Stk

Magnetic induction block used to extends magnetic force to hold bar, round,
orirregular shaped workpieces. Works with surface-grinding applications
and other magnetic workholding chucks.

A& ERTHELSISHR, FEIEYNEBRE. KSHRAHRMEEE
R TFITRE, BEFERR. IRFERMEMMNT, wr{ERHIA—

IE&,
WHIR | . | o
O
w
O
k S | (PR B
OO
A @ 90° (W
OO
#1& Dimension (mm) L]
LXWXH Material
MIB1 100 X50%25 (Apair)(21) \ .
MIB2 100 X58x 46 38 /4R
MIB3 50 X58% 46 (Apain@241) 38 (Iron/Alu)
MIB1T 100 X50%25 (Apair)(21) \ /4
MIB2T 100 X58x 46 38

(Iron/Copper)

MIB3T 50 X58% 46 (Apair)(21Y) 38
43

MIB1T
%5 (kg)

Net Weight
0.6kg X2
1.2kg

0.6kg X< 2
0.6kg <2
1.2kg

0.6kgXx2

MIB2T

MIB3T

MR®10
MR®16
MR $20
MR 23
MR 25
MR $28

#iE:

1. 47 RRIEMAN B R TREBIE L %R ) B RO,
“—7 RRHERIE

2.;:E LIERE:

HZEF: 120°C SHERZ: 150C UH: 180°C EHZR3I:

MAGNETIC BAR
MR ®it%

Features: 1. Length and diameter can be customized as request.

vEH
v EH
v EH
v EH
v EH

350°C

2.Various ends -nail head, thread hole, double screw bolt and other kind
ends are also available.

3.Different magnetic strength are available, offer up to 350°( working
temperature to meet your special applications.

4.The magnetic bars are usually made of seamless stainless steel tubes,
to meet food grade or pharmacy application.

D LEEKE. BRIYREEREREBMNI,

2. UM, ARk, BYFL. BEF
3. AILEFRRERME, TR ZRNEE
A WNHERECRAEETENE, UNERH. HIHFTHNHHER

JE

JEH JEH v H JH — —
JEH JEH VSH JH VH —
JEH JEH JEH JEH J H —
JEH JEH JEH JEH VEH VH
JEH JEH VEH JEH VEH VH

Note:

1. “v/” means it can be manufactured on the condition of the diameters listed in the table.
“—”" means can not be manufactured.

2.The related Max working temperature from different series:

H series:120°C SH series:150°C UH series:180°C  EH series:350°C
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